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ARCHITECTURAL

ABBREVIATIONS
YMBOLS CORR CORRIDOR GL GLASS 0 ST STAIN(ED)
' INCH CPT CARPET GLZ GLAZING OA OVERALL STD STANDARD
NUMBER CcT CERAMIC TILE GLZ CMU GLAZED CONCRETE MASONRY UNIT 0C ON CENTER STL STEEL
FOOT/FEET CTR CENTER GPC GYPSUM PLASTER CEILING OFS OUTSIDE FACE OF STUDS STOR STORAGE
0 AT D GRFL GROUND FLOOR OH OVERHANG STRUCT STRUCTURAL
A D DEPTH GSB GYPSUM SHEATHING BOARD OH DR OVERHEAD DOOR SUSP SUSPEND
AIC AIR CONDITION DEMO DEMOLITION GWB GYPSUM WALL BOARD OPH OPPOSITE HAND SUSP CLG SUSPENDED CEILING
AVE ARCHITECT/ENGINEER DET DETAIL GYM GYMNASIUM OPNG OPENING SYM SYMBOL
ACS DR ACCESS DOOR DF DRINKING FOUNTAIN GYP GYPSUM OPP OPPOSITE T
ACT ACOUSTICAL CEILING TILE DIA DIAMETER H OPR OPERABLE T TREAD
ADA AMERICANS WITH DISABILITIES ACT DIM DIMENSION H HIGH OPT OPTION(AL) T8G TONGUE AND GROOVE
ADJ ADJACENT OR ADJUSTABLE DRLV DOOR LOUVER HAZ HAZARD ORD OVERFLOW ROOF DRAIN T/ TOP OF
ADMIN ADMINISTRATION DS DOWNSPOUT HB HOSE BIBB P D TRENCH DRAIN
AFF ABOVE FINISHED FLOOR DWG DRAWING HC HANDICAP PAR PARAPET TE TOP ELEVATION
AFG ABOVE FINISHED GRADE E HD HAND DRYER PART PARTIAL TFF TOP OF FINISH FLOOR
ALT ALTERNATE E EAST HDPE HIGH DENSITY POLYETHYLENE PC PLUMBING CONTRACTOR THK THICKNESS
ALUM ALUMINUM EA EACH HDW HARDWARE PERF PERFORATED THRES THRESHOLD
ANOD ANODIZE EC ELECTRICAL CONTRACTOR HDWD HARDWOOD PERIM PERIMETER TK BD TACKBOARD
APC ACOUSTICAL PANEL CEILING EIFS EXTERIOR INSULATION AND FINISH HM HOLLOW METAL PERP PERPENDICULAR TME TO MATCH EXISTING
APPROX APPROXIMATE SYSTEM HMDF HOLLOW METAL DOOR AND FRAME PH PHASE TMPD TEMPERED
ARCH ARCHITECT(URAL) EJ EXPANSION JOINT HNDRL HANDRAIL PIL PILASTER ™ TRUE NORTH
ATC ACOUSTICAL TILE CEILING EL ELEVATION HORIZ HORIZONTAL PL PROPERTY LINE TO TOP OF
B ELEC ELECTRIC(AL) HSKPG HOUSEKEEPING PLAM PLASTIC LAMINATE TOC TOP OF CONCRETE OR TABLE OF CONTENT
B/ BOTTOM OF ELEV ELEVATOR HT HEIGHT PLBG PLUMBING TOF TOP OF FOOTING
BD BOARD EMER EMERGENCY HVAC HEATING, VENTILATING AND AIR PLYWD PLYWOOD TOM TOP OF MASONRY
BFF BELOW FINISH FLOOR ENCL ENCLOSURE CONDITIONING PNL PANEL T0S TOP OF STEEL OR TOP OF SLAB
BITUM BITUMINOUS ENGR ENGINEER / PREFAB PREFABRICATE TOW TOP OF WALL
BKBD BACKBOARD EPDM ETHYLENE PROPYLENE DIENE IBC INTERNATIONAL BUILDING CODE PRKG PARKING v TELEVISION
BLDG BUILDING MONOMER IN INCH PT PAINT TYP TYPICAL
BLKG BLOCKING EQ EQUAL INSUL INSULATION OR INSULATED PTN PARTITION U
BLKHD BULKHEAD EQUIP EQUIPMENT INT INTERIOR PVC POLYVINYL CHLORIDE UNO UNLESS NOTED OTHERWISE
BLW BELOW ETR EXISTING TO REMAIN J Q UR URINAL
BN BULLNOSE EXP EXPOSED JAN JANITOR Qt QUARRY TILE V
BOS BOTTOM OF STEEL EXST EXISTING K QTyY QUANTITY VB VINYL BASE
BOT BOTTOM EXT EXTERIOR KITC KITCHEN R VCT VINYL COMPOSITION TILE
BRG BEARING F KPL KICKPLATE R RADIUS OR RISER VERT VERTICAL
BRG PL BEARING PLATE FA FIRE ALARM L RB RUBBER BASE OR RESILIENT BASE VR VAPOR RETARDER
BRKT BRACKET FAS FASCIA LAB LABORATORY RCP REFLECTED CEILING PLAN W
BTWN BETWEEN FC FILE CABINET LAM LAMINATE(D) RCPTN RECEPTION w WEST
BUR BUILT-UP ROOFING FD FLOOR DRAIN LAV LAVATORY RD ROOF DRAIN W/ WITH
BW BOTH WAYS FDTN FOUNDATION LDG LANDING REC RECESSED WI0 WITHOUT
C FE FIRE EXTINGUISHER LKR LOCKER REF REFRIGERATOR OR REFERENCE WC WATER CLOSET
TOC CENTER TO CENTER FEC FIRE EXTINGUISHER W/CABINET LVR LOUVER REINF REINFORCE WD WOOD
AB CABINET FF EL FINISH FLOOR ELEVATION M REM REMOVABLE WFR WOOD FRAME
D CONSTRUCTION DOCUMENTS FF&E FURNITURE, FIXTURE AND EQUIPMENT MATL MATERIAL REQ REQUIRE WP WORKING POINT
ER CERAMIC FGL FIBERGLASS MAX MAXIMUM REQD REQUIRED WPM WATERPROOF MEMBRANE
FLG COUNTERFLASHING FHC FIRE HOSE CABINET MECH MECHANICAL REST RESTROOM WSCT WAINSCOT
G CORNER GUARD FHP FULL HEIGHT PARTITION MEMB MEMBRANE REV REVISION
HEM CHEMICAL FIN FINISH(ED) MEZZ MEZZANINE RLG RAILING
HFR CHAMFER FIXT FIXTURE MFR MANUFACTURER RM ROOM
P CASE IN PLACE FLASH FLASHING MH MANHOLE RO ROUGH OPENING
J CONTROL JOINT OR CONSTRUCTION FLEX FLEXIBLE MID MIDDLE RTU ROOF TOP UNIT
JOINT FLR FLOOR MIN MINIMUM RUBBER RBR
L CENTER LINE OR CLASS FOC FACE OF CONCRETE MISC MISCELLANEOUS S
LDG CLADDING FOM FACE OF MASONRY ML&P METAL LATH AND PLASTER ) SOUTH
LG CEILING FP FIRE PROTECTION MO MASONRY OPENING SAN SANITARY
LO CLOSET FRP FIBERGLASS REINFORCED PLASTIC MR MOISTURE RESISTANT SB SPLASH BLOCK
LR CLEAR(ANCE) FT FOOT/FEET MS MOP SINK SCHED SCHEDULE
MU CONCRETE MASONRY UNIT FTG FOOTING MTD MOUNTED SECT SECTION
NTR COUNTER FURN FURNITURE MTG MOUNTING SF SQUARE FOOT (FEET)
(0} CLEANOUT FUT FUTURE MTL METAL SHT SHEET
oL COLUMN EFW FIRE WALL MWP MEMBRANE WATERPROOFING SHTHG SHEATHING
OMM COMMUNICATION G N SHY SHELVING
ONC CONCRETE GA GAGE N NORTH SIM SIMILAR
ONF CONFERENCE GALV GALVANIC or GALVANIZED N/A NOT APPLICABLE SKLT SKYLIGHT
ONN CONNECT(ION) GB GRAB BAR NIC NOT IN CONTRACT SLNT SEALANT GENERAL NOTE:
ONT CONTINUE(D) OR CONTINUOS GC GENERAL CONTRACTOR NO NUMBER SPEC SPECIFICATION NOT ALL ABBREVIATIONS OR TERMS INDICATED ARE
OORD COORDINATE GDR GUARD RAIL NOM NOMINAL SST STAINLESS STEEL USED ON THESE CONTRACT DOCUMENTS.
NTS NOT TO SCALE

ELEVATION DATUM e N Mo SHEET KEYNOTE BRICK MASONRY GYPSUM
— NP ar— (NEW CONSTRUCTION) E WALL BOARD
STRUCTURAL COLUMN DEMOLITION KEYNOTE CONCRETE UNIT PLYWOOD
GRID LINE & TAG N (#) MASONRY
DOOR TAG REVISION SEQUENCE CONCRETE a PEEEEE EXTERIOR SHEATHING
101
NUMBER A : .
WINDOW / FRAME TAG SECTION/ .
EXTERIOR VIEWREF —— CUT STONE, RIGID INSULATION
ELEVATION CONCRETE TOPPING,
CEILING TAG HEIGHT—— [ 100" REFERENCE SHEET REF—A\ M1/ GROUT
NS o EARTH FINISHED WOOD
FINISH — | PT INTERIOR VEWREF —— A / \ /
ELEVATION \
PARTITION TAG —l REFERENCE N \
GRAVEL, STONE OR o WOOD, ROUGH FRAMING
DRAINAGE FILL W
HI)HI)H )
ROOMTAG ROOM NAME DETAIL ! 0 -0-0-(
CALLOUT VEWREF — A
(ROOM NO NOT REFERENCE METAL (LARGE SCALE) BATT INSULATION
ALWAYS SHOWN) AREA (5F) SHEET REF—\ 10 ) M
ACCESSIBILITY CHART (EXCERPTS FROM THE ICC 2009/ ANSI A117.1-2009.)
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FRONT APPROACH @ DOORWAYS
W/O DOOR, SLIDINGOR FOLDING DOOR

SWINGING DOOR FRONT APPROACH SWINGING DOOR LATCH APPROACH

SWINGING DOOR HINGE APPROACH

MP8

~—28" SOLID
BULLNOSED CMU

40" AFF.

~—28"CMU

-

MP8 - 8" CMU PARTIAL HEIGHT

MC14 M#
—s"cmu
1-1/2" RIGID -~ CONCRETE MASONRY UNIT
INSULATION (CMU)

——4" SPLIT FACE CMU
1 VENEER TO MATCH
EXISTING - REUSE
EXIST. REMOVED AT
AREAS OF DEMO IF

POSSIBLE
1'-2"+/- MATCH EXIST. EXTEND PARTITION TO DECK ABOVE (UN.0.)
MX - MATCH EX.CMU
MC14 - EXTERIOR CMU CAVITY M 4" CMU
WALL TO INFILL EXIST. M8 . 8" oMU
OPENING, MATCH EXIST. M2 12 MU
THICKNESS, TOOTH-IN MX1 - MATCH EX. CMU, 1-HR. FIRE RATED (U.L. DESIGN U906)

M81 -8"CMU, 1-HR. FIRE RATED (U.L. DESIGN U906)
M82 -8"CMU, 2-HR. FIRE RATED (U.L. DESIGN U906)

PARTITION TYPE

1 SCALE: 1"=1-0" 0 6" 1 2
e ——

PARTITION TYPE GENERAL NOTES :

A

B.

- PARTITIONS EXCEEDING 25' IN LENGTH
- WHERE A PARTITION ABUTS A STRUCTURAL ELEMENT, DISSIMILAR OR

PERPENDICULAR WALL.

PARTITION TYPES ARE FOR GENERAL COMPOSITION. SEE SECTIONS/ ELEVATIONS/
DETAILS FOR DETAILED REFERENCES WHEN APPLICABLE.

EXISTING MASONRY OPENINGS BEING CLOSED OR NEW WORK AT EXISTING MASONRY
WALLS SHALL HAVE NEW WORK TOOTHED INTO EXISTING U.N.O.

REFER TO PARTITION TYPES AND/OR STRUCTURAL DRAWINGS FOR REINFORCING AND
GROUTING REQUIREMENTS OF CMU PARTITIONS.

PROVIDE 3/4" VOID BETWEEN TOP OF CMU WALLS AND STRUCTURE/ DECK ABOVE FOR
POTENTIAL DEFLECTION. INFILL WITH MINERAL WOOL, CONTINUOUSLY SEAL BOTH SIDES.
PROVIDE COMPLETE CONTINUOUS UL RATED FIRE STOPPING AT ALL PENETRATIONS
THROUGH FIRE RATED PARTITIONS, AND FIRE SEAL AT TOP AND BOTTOM OF FIRE RATED
PARTITIONS.
NOT ALL FINISH MATERIALS (WALL TILE, ETC.) ARE SHOWN ON PARTITION TYPES. REFER
TO ROOM FINISH SCHEDULE, PLANS, AND/OR INTERIOR ELEVATIONS FOR FINISHES.
PROVIDE CONTROL JOINTS IN CMU PARTITIONS AS FOLLOWS, UNLESS NOTED
OTHERWISE ON STRUCTURAL DRAWINGS:

. PROVIDE CONTROL JOINTS IN GYPSUM BOARD PARTITIONS AS FOLLOWS:

- PARTITIONS OR FURRING RUNS EXCEEDING 30" IN LENGTH
- WHERE A PARTITION ABUTS A STRUCTURAL ELEMENT, DISSIMILAR OR

PERPENDICULAR WALL.
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