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78\ WALL SECTION /< WALL SECTION /o WALL SECTION
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3/4" QUARTZ PATRON LEDGE — 42" 2
ON 3/4" PLYWOOD 1-1/2" QUARTZ NOSING
P LAM. ON 12" —| / (RADIUS)
PLYWOOD - COLOR #2 e e e
o s N
o | P. LAM. ON 1/2" I
PLYWOOD - COLOR#2
UNDER COUNTER TASK LIGHTING BY E.C. T
1/4" VINYL WRAPPED CORK W/ EDGES WRAPPED P LAM. ON 1/2"
MILLWORK NOTES: NOSING ON 3/4” PLYWOOD NOSING ON 3/4” PLYWOOD
A) SHALL HAVE 2" RADIUSED OUTSIDE CORNERS TYPICAL (RADIUS) e e S R Y A e R RADILS) TS = Y
B) SHALL HAVE 3/4" PLYWOOD CABINET BODIES, DOORS, AND DRAWER FRONTS : = £
C) SHALL HAVE TEMPERED HARDBOARD DUST PANELS INSTALLED BELOW ALL DRAWERS P. LAM. ON 1/2" ] — P. LAM. ON 1/2"
D) SHALL BE SUPPLIED WITH LOCKS ON ALL DOORS AND DRAWERS. KEYING SHALL BE AS SPECIFIED. PLYWOOD - COLOR#2 PLYWOOD - COLOR #2
E) GROMMETS SHALL ALSO BE PROVIDED AS INDICATED ON PLAN.
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= © =
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BRACKET
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ON 3/4" PLYWOOD P. LAM. ON 1/2" _ P. LAM. ON 1/2" . &
PLYWOOD - COLOR#2 PLYWOOD - COLOR#2 N
I
P. LAM. ON 1/2" ’ P. LAM. ON 1/2"
EXISTING CONCRETE BLOCK WALL (PAINTED) 20" 4%" PLYWOOD - COLOR#1 R0 47— PLYWOOD - COLOR#1
\ o e 1"/ 2X4 STUDS 16" 0.C I 1"/ l“““ 2X4 STUDS 16" 0. A
5/8" GYPSUM BOARD (PAINTED) ON e >A‘||!“" " M
2-1/2" METAL STUDS @ 16" O.C. ——
EXISTING MASONRY TN P LAM ON 12 . Wb P. LAM. ON 1/2" ]
PLYWOOD - COLOR#2 Y \ PLYWOOD - COLOR#2 Y
\ LINTEL (PAINTED) / J ||’ DI N J
WOOD BLOCKING S L
P.LAM. CASEWORK BY CASEWORK MFR. (BEYOND) RESILIENT BASE P.LAM. CASEWORK BY CASEWORK MFR. RESILIENT BASE
5/8" GYPSUM BOARD (PAINTED) 34" PLYWOOD
\ ON 3-5/8" METAL STUDS
6" CONCRETE BLOCK RECEPTION DESK DETAIL /"1 RECEPTION DESK DETAIL /2
\ (PAINTED) SCALE: 1-1/2"= 10" W SCALE: 1-1/2"= 10" W
STEEL LINTEL (PAINTED) - REFER TO
STRUCTURAL DWGS
3/4" QUARTZ BACKSPLASH - MODIFIED TO
FIT UNDER TRANSACTION WINDOW SILL °
3/4" QUARTZ WORK SURFACE "
ON 3/4" PLYWOOD /
C P, ) 3/4" QUARTZ WORK SURFACE
1-1/2" QUARTZ 1-1/2" QUARTZ 3/4 QUART% \&Vg/f:fPSLl\J(F\jVFé\gg ON 3/4" PLYWOOD
NOSING % NOSING
(RADIUS) - (RADIUS) DA SRR LIGHTING FIXTURE BY E.C. P.LAM END SUPPORT - PLASTIC LAMINATE -
EXISTING CONCRETE BLOCK (PAINTED) 7 COLOR #2 ON (2) LAYERS OF 3/4" PLYWOOD
/ WOOD DOOR WITH HOLLOW METAL e P. LAM. ON 12"
/ FRAME - REFER TO DOOR SCHEDULE " PLYWOOD - COLOR #2 S —— :
P. LAM. ON 12" = S
VCT PATCH § PLYWOOD - COLOR #2 \ |
RESILIENT BASE 12" X 12" STEEL P. LAM. ON 1/2" _
COUNTERTOP BRACKET PLYWOOD - COLOR#1 & 3
% P.LAM. ON 12" ‘m
RESILIENT BASE < PLYWOOD - COLOR #1 \ 5
4 o 1
iy P. LAM. ON 1/2" ] s -
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/7 WALL SECTION 3 " o1
W SCALE: 3/4" = 10" " g R PLYWOOD - COLOR#1
R / P. LAM. - COLOR #1 ON 1/2" PLYWOOD
QRIS 1 ' ey .
RS — 2X4 STUDS 16" O.C. P 2X4 WOOD STUDS @ 16" 0.C. 3/4" QUARTZ WORK SURFACE
SIS LIl ON 3/4" PLYWOOD
SRR ;
SRR ; P. LAM. ON 172"
SRIBEL - LAM. . 3-5/8" METAL STUDS W/ 5/8" GYP BD EACH
HRLRELR) \\ PLYWOOD - COLOR #2 ] SIDE (PAINTED)
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RECEPTION DESK DETAIL /52

SCALE: 1-1/2" = 10" W
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ACOUSTICAL CEILING TILE
GYPSUM BOARD SOFFIT - REFER TO

DETAIL 2/A-6

P.LAM. CASEWORK BY CASEWORK MFR.

RESILIENT BASE

RECEPTION DESK DETAIL /2

SCALE: 1-1/2" = 1'-0" W

RECEPTION DESK DETAIL /75
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REAMSTOWN ELEMENTARY SCHOOL FOR
COCALICO SCHOOL DISTRICT
SOUTH REAMSTOWN ROAD, EAST COCALICO TOWNSHIP, LANCASTER COUNTY, PA

WALL SECTIONS AND MILLWORK DETAILS - UNIT C
RENOVATIONS TO THE

All DIMENSIONS and EXISTING CONDITIONS
shall be CHECKED and VERIFIED
by the CONTRACTOR at the SITE.
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