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A-C5SCALE: 1-1/2" = 1'-0"

RECEPTION DESK DETAIL

1'-4"

2" 2"

9"
3"

9"
3"

4"

3'-
6"

9"
3"

1 2"

2X4 STUDS 16" O.C.

P. LAM. ON 1/2"
PLYWOOD - COLOR #1

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

P. LAM. ON 1/2"
PLYWOOD - COLOR #1

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

P. LAM. ON 1/2"
PLYWOOD - COLOR #1

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

1-1/2" QUARTZ NOSING
(RADIUS)

RESILIENT BASE

43
4"

1"

P.LAM. CASEWORK BY CASEWORK MFR. (BEYOND)

3/4" QUARTZ WORK SURFACE
ON 3/4" PLYWOOD

3/4" QUARTZ PATRON LEDGE
ON 3/4" PLYWOOD

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

UNDER COUNTER TASK LIGHTING BY E.C.
1/4" VINYL WRAPPED CORK W/ EDGES WRAPPED

1-1/2" QUARTZ
NOSING

(RADIUS)

4
A-C5SCALE: 1-1/2" = 1'-0"

RECEPTION DESK DETAIL
9"

3"
9"

4"

2'-
61 2"

1 2"

2X4 STUDS 16" O.C.

P. LAM. ON 1/2"
PLYWOOD - COLOR #1

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

P. LAM. ON 1/2"
PLYWOOD - COLOR #1

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

RESILIENT BASE

2'-0" 45
8"

1"

P.LAM. CASEWORK BY CASEWORK MFR.

3/4" QUARTZ WORK SURFACE
ON 3/4" PLYWOOD

1-1/2" QUARTZ
NOSING

(RADIUS)

18" X 18" STEEL
BRACKET

1"

1-1/2" QUARTZ
NOSING

(RADIUS)

1"

3/4" QUARTZ WORK SURFACE
ON 3/4" PLYWOOD

3/4" QUARTZ BACKSPLASH - MODIFIED TO
FIT UNDER TRANSACTION WINDOW SILL

12" X 12" STEEL
COUNTERTOP BRACKET

3
A-C5SCALE: 1-1/2" = 1'-0"

RECEPTION DESK DETAIL

MILLWORK NOTES:
A) SHALL HAVE 2" RADIUSED OUTSIDE CORNERS TYPICAL
B) SHALL HAVE 3/4" PLYWOOD CABINET BODIES, DOORS, AND DRAWER FRONTS
C) SHALL HAVE TEMPERED HARDBOARD DUST PANELS INSTALLED BELOW ALL DRAWERS
D) SHALL BE SUPPLIED WITH LOCKS ON ALL DOORS AND DRAWERS. KEYING SHALL BE AS SPECIFIED.
E) GROMMETS SHALL ALSO BE PROVIDED AS INDICATED ON PLAN.

2
A-C5SCALE: 1-1/2" = 1'-0"

RECEPTION DESK DETAIL

9"
3"

9"
4"

2'-
61 2"

1 2"

2X4 STUDS 16" O.C.

P. LAM. ON 1/2"
PLYWOOD - COLOR #1

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

P. LAM. ON 1/2"
PLYWOOD - COLOR #1

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

RESILIENT BASE

2'-0" 43
4"

1"

P.LAM. CASEWORK BY CASEWORK MFR.

3/4" QUARTZ WORK SURFACE
ON 3/4" PLYWOOD

1-1/2" QUARTZ
NOSING

(RADIUS)

1"

5
A-C5SCALE: 1-1/2" = 1'-0"

RECEPTION DESK DETAIL

3/4" QUARTZ WORK SURFACE
ON 3/4" PLYWOOD

P. LAM END SUPPORT - PLASTIC LAMINATE -
COLOR #2 ON (2) LAYERS OF 3/4" PLYWOOD

3-5/8" METAL STUDS W/ 5/8" GYP BD EACH
SIDE (PAINTED)

3/4" QUARTZ WORK SURFACE
ON 3/4" PLYWOOD

2X4 WOOD STUDS @ 16" O.C.

P. LAM. ON 1/2"
PLYWOOD - COLOR #1

P. LAM. ON 1/2"
PLYWOOD - COLOR #2

P. LAM. - COLOR #2
ON 3/4" PLYWOOD

3/4" PLYWOOD

P. LAM. - COLOR #1 ON 1/2" PLYWOOD

LIGHTING FIXTURE BY E.C.

RESILIENT BASE

2'-0"

2'-
10

" M
AX

.

WORK AREA
125D

CORRIDOR
D-150

WALL SECTION
SCALE: 3/4" = 1'-0"
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WALL SECTION
SCALE: 3/4" = 1'-0"

D

A-C5

WALL SECTION
SCALE: 3/4" = 1'-0"

C

A-C5

EXISTING FLOOR CONSTRUCTION

EXISTING FOUNDATION CONSTRUCTION

CRUSHED STONE COMPACTED IN 8" LIFTS

4" CONCRETE SLAB

FINISHED FLOOR (BOTH SIDES) -
REFER TO ROOM FINISH SCHEDULE

4" CRUSHED STONE

4" CONCRETE SLAB W/ #4
DOWELS @ 16" O.C.

HOLLOW METAL FRAME (PAINTED) W/
WOOD DOOR (FACTORY STAINED) -
REFER TO DOOR SCHEDULE

BULLNOSE CONCRETE BLOCK
(PAINTED) (TOOTHED IN)

STEEL LINTELS (PAINTED) -
REFER TO STRUCTURAL DWGS

CONCRETE BLOCK (PAINTED)

EXISTING WALL CONSTRUCTION (PAINTED)

EXISTING FLOOR CONSTRUCTION

8" CONCRETE BLOCK

CRUSHED STONE COMPACTED
IN 8" LIFTS

1-1/2" METAL DECK

1/2" FIBER CEMENT SHEATHING

FINISHED FLOOR - REFER TO
ROOM FINISH SCHEDULE

4" REINF. CONCRETE SLAB

RIGID INSULATION - REFER TO STRUCTURAL DWGS

#4 X 1'-0" DOWELS @ 18" IN
RIB ANCHORED 4" INTO SLAB

RESILIENT TREADS AND RISERS

BULLNOSE CONCRETE BLOCK
(PAINTED)

RESILIENT BASE

HOLLOW METAL FRAME (PAINTED) W/
WOOD DOOR (FACTORY STAINED) -

REFER TO DOOR SCHEDULE

METAL STUD BOX HEADER

METAL STUD W/ 5/8" GYP BD (BOTH
SIDES) (PAINTED)

VAPOR BARRIER
VAPOR BARRIER

ALUMINUM THRESHOLD

PREMOLDED FILLER

PREMOLDED FILLER

SECURE WAITING
125

RECEPTION
125B

FINISHED FLOOR (BOTH SIDES) -
REFER TO ROOM FINISH SCHEDULE

RESILIENT BASE (BOTH SIDES)

CONCRETE BLOCK (PAINTED)

STEEL BRACKET - REFER TO MILLWORK DETAILS

QUARTZ COUNTERTOP - REFER TO
MILLWORK DETAILS

SEALANT (BOTH SIDES)

BALLISTIC TRANSACTION WINDOW

ANCHORS BY TRANSACTION WINDOW MFR.

BACKER ROD AND SEALANT (BOTH SIDES)

STEEL LINTEL (PAINTED) - REFER TO
STRUCTURAL DWGS

ACOUSTICAL CEILING TILE

EXISTING BOTTOM OF DECK

2'-
8"
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0"

WALL SECTION
SCALE: 3/4" = 1'-0"
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WALL SECTION
SCALE: 3/4" = 1'-0"

E

A-C5

SECURE WAITING
125

EXTERIOR

EXISTING WALL CONSTRUCTION
CONCRETE BLOCK (PAINTED)

1-1/2" RIGID FOAM INSULATION

SPLITFACE CONCRETE BLOCK
(MATCH EXISTING)

STEEL LINTEL AND BOTTOM PLATE
(GALVANIZED) - REFER TO

STRUCTURAL DWGS

BACKER ROD AND SEALANT
(BOTH SIDES)

EXISTING CONCRETE
SIDEWALK (BOTH SIDES)

PREMOLDED FILLER

EXISTING FOUNDATION
CONSTRUCTION (V.I.F.)

1/2" X 24" DOWELS @ 12" O.C. (BOTH SIDES)

4" CONCRETE SLAB (BOTH SIDES)

ALUMINUM  FRAME

EXISTING BOTTOM OF DECK

FINISHED FLOOR - REFER TO
ROOM FINISH SCHEDULE

EXISTING CONCRETE SLAB (BOTH SIDES)

1/2" X 24" DOWELS @ 12" O.C. (BOTH SIDES)

FINISHED FLOOR - REFER TO ROOM
FINISH SCHEDULE

4" CRUSHED SONE

VAPOR BARRIER

EXISTING CONCRETE FOOTING

4" DEPRESSED CONCRETE SLAB
(COORD. DEPRESSION DEPTH W/ EPOXY

TERRAZZO MFR.)

THRU-WALL FLASHING

WEEPS @ 24"

BULLNOSE CONCRETE BLOCK
(PAINTED)

EPOXY TERRAZZO (MATCH EXISTING,
ADJACENT TERRAZZO)

RESILIENT BASE

WOOD DOOR (FACTORY STAINED) W/
HOLLOW METAL FRAME (PAINTED)

STEEL LINTEL (PAINTED)- REFER TO
STRUCTURAL DWGS

 STEEL LINTEL (PAINTED) - REFER TO
STRUCTURAL DWGS

GYP. BD. (PAINTED) ON 3-5/8" METAL
STUDS @ 16" O.C.

CONCRETE BLOCK (PAINTED)

COMPRESSIBLE FILLER AND
ACOUSTICAL SEALANT

COMPRESSIBLE FILLER AND
ACOUSTICAL SEALANT

9'-
0"

8'-
0"

9'-
0"

ACOUSTICAL CEILING TILE

RESILIENT STRINGER (BOTH SIDES)
BY RESILIENT STAIR TREAD AND
RISER MFR.

RESILIENT BASE

FINISHED FLOOR - REFER TO
ROOM FINISH SCHEDULE

FINISHED FLOOR - REFER TO
ROOM FINISH SCHEDULE

8'-
0"

9'-
0"

ACOUSTICAL CEILING TILE

ACOUSTICAL CEILING TILE

EXISTING METAL CEILING TO BE
REMOVE, SALVAGED AND REINSTALLED

CORRIDOR
D-101

NURSE
126

ACOUSTICAL CEILING TILE

CONCRETE BLOCK (PAINTED)

EXISTING STRUCTURE (BEYOND)

9'-
0"

9'-
0"

DEFLECTION TRACK- REFER
TO DETAIL 6/A-11

NOTE: REFER TO STRUCTURAL DRAWINGS FOR REINFORCEMENT NOTESNOTE: REFER TO STRUCTURAL DRAWINGS FOR REINFORCEMENT NOTES

NOTE: REFER TO STRUCTURAL DRAWINGS FOR REINFORCEMENT NOTES

GYPSUM BOARD SOFFIT - REFER TO
DETAIL 2/A-6

1/2" X 24" DOWELS @ 12" O.C.

EXISTING CONCRETE BLOCK (PAINTED)

RESILIENT BASE
VCT PATCH

WOOD DOOR WITH HOLLOW METAL
FRAME - REFER TO DOOR SCHEDULE

5/8" GYPSUM BOARD (PAINTED)
ON 3-5/8" METAL STUDS
6" CONCRETE BLOCK
(PAINTED)

5/8" GYPSUM BOARD (PAINTED) ON
2-1/2" METAL STUDS @ 16" O.C.

WOOD BLOCKING

EXISTING MASONRY
LINTEL (PAINTED)

WOOD BLOCKING

EXISTING CONCRETE BLOCK WALL (PAINTED)

WALL SECTION
SCALE: 3/4" = 1'-0"

F

A-C5

HARDWOOD TRIM - COPE AND SCRIBE
ENDS TO MATCH BULLNOSE

WOOD BLOCK

EXISTING CONCRETE BLOCK
CONCRETE BLOCK

SEALANT (TYP. AT ALL  GYP
BOARD / DISSIMILAR

MATERIAL INTERSECTIONS)

ACOUSTICAL CEILING TILE

ACOUSTICAL CEILING TILE

9'-
0"

7'-
4"

5/8" GYP. BD. (PAINTED) ON 2-1/2"
METAL STUDS @ 16" O.C.

STEEL LINTEL (PAINTED) - REFER TO
STRUCTURAL DWGS

SEALANT
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DATE:

DRAWN BY:

All DIMENSIONS and EXISTING CONDITIONS

by the CONTRACTOR at the SITE.
shall be CHECKED and VERIFIED
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