
TYPICAL ACOUSTIC LOUVER SECTION
SCALE: 3/4" = 1'-0"

FIXED ALUM.
ACOUSTICAL

LOUVER (BY G.C.)
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6" HSS - REFER TO
STRUCTURAL DRAWINGS

6" TUBE STEEL
(BY G.C.) -REFER
TO STRUCTURAL

DRAWINGS
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METAL DAM

POURABLE SEALER

MEMBRANE
FLASHING
W/ LAP SPICE
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WOOD BLOCKING

FILLER SACRETE
LIGHTWEIGHT

CONCRETE OR
EQUAL MIN 2" DEEP

HEAT WELD
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NOTES:

1. EXACT LOCATION OF SCREEN SHALL BE COORDINATED WITH
THE REQUIRED CLEARANCES WITH HVAC EQUIPMENT.

2. ALL STEEL SHALL BE GALVANIZED AND FIELD PAINTED.

STEEL COLUMN - REFER
TO STRUCTURAL DWGS

FOR CONNECTIONS

STEEL PIPE KICKER - REFER TO
ROOF PLAN AND STRUCTURAL
DRAWINGS  (TOTAL OF 6)

RIGID INSULATION
METAL DECKING

SPLIT-PIPE SEAL - REFER
TO DETAIL 14/A-8

TYPICAL CURB FLASHING DETAIL

HVAC UNIT

1
A-8 SCALE: 1-1/2" = 1'-0"

RUBBER ISOLATION PAD

PRE- FABRICATED INSULATED CURB
SUPPLIED AND INSTALLED BY H.C.

FORMED METAL TRIM CAP BY R.C.

ADHERED TPO MEMBRANE

SEALANT

RUBBER NAILING STRIP
W/ FASTENERS

RIGID INSULATION

BONDING ADHESIVE

WOOD BLOCKING - AS
REQUIRED TO MAINTAIN  10" MIN.
HEIGHT OF ROOF CURB BY R.C.

HOT AIR WELD

COVER BOARD

10
" M

IN
.

SCALE: 1-1/2" = 1'-0"A-8

HOT AIR WELD

3 TYPICAL EXHAUST/OAI/VENT DETAIL

10
" M

IN
.

METAL DECK

BONDING ADHESIVE

ADHERED TPO MEMBRANE

SEALANT

RUBBER NAILING STRIP W/ FASTENERS

EXHAUST FAN, OAI OR VENT-SEE 'M' DWGS

1" CLR.
MIN.

2 TYPICAL HOT VENT FLASHING DETAIL
SCALE: 1-1/2" = 1'-0"A-8

8"
 M

IN
.

VENT PIPE

SEALANT

SEALANT

METAL DECK

.55" TPO MEMBRANE

BONDING ADHESIVE

22 GA METAL RAIN HOOD

ADHERED TPO MEMBRANE

HOT AIR WELD

RIGID INSULATION

S.S. BAND SET IN WHITE LEAD

ADDITIONAL TPO AND SS. DRAW BAND
AT TOP OF VERTICAL LEG OF BASE
FLASHING UNDER RAIN HOOD

WOOD BLOCKING

PIPE SLEEVE

16 GA METAL COLLAR

10" DIA. X 1/4" STEEL PLATE
W/ HOLE TO MATCH O.D. OF PIPE
SLEEVE - WELD PLATE TO PIPE SLEEVE

COVER BOARD

COVER BOARD

WOOD BLOCKING AS
REQUIRED TO MAINTAIN 10" MIN.
HEIGHT OF ROOF CURB

FASTENER

BY H.C. PRE- FABRICATED INSULATED CURB
SUPPLIED AND INSTALLED BY H.C.

WOOD BLOCKING

FASTENER

WALKWAY ROLL

SEALANT

ADHERED TPO MEMBRANE

NOTE: CONTINUE WALKWAY ROLL OVER ANY ADJACENT
ROOF TRANSITIONS - MOUNT OVER HORIZONTAL
AND DOWN VERTICAL SURFACES.

8 TYPICAL WALKWAY ROLL DETAIL
A-8 SCALE: 1-1/2" = 1'-0"

A-8 SCALE: 1-1/2" = 1'-0"

HOT AIR WELD

5 TYPICAL SEALER POCKET DETAIL

ROOF PENETRATION

WOOD BLOCKING

SEALANT

METAL DAM

RIGID INSULATION

ADHERED TPO MEMBRANE

MEMBRANE FLASHING W/ LAP SPLICE

POURABLE SEALER

BONDING ADHESIVE

COVER BOARD

FASTENER

FILLER -  PREMIXED LIGHTWEIGHT CONC.
(SAKRETE 4000 PSI OR EQUAL)
MIN 2" THICK @ PERIMETER

STRUCTURAL DECK - CONSTRUCTION VARIES

4 X 4 X 3/8" STEEL ANGLE
CONNECT TO EXISTING STEEL STRUCTURE
ENTIRE PERIMETER OF PATCH

1-1/2" METAL DECK

RIGID INSULATION

1/4" COVER BOARD

TYPICAL ROOF DECK PATCH DETAIL
SCALE: 1-1/2" = 1'-0"

6
A-8

SEALANT

HOT AIR WELD

EXISTING ADHERED TPO MEMBRANEEXISTING  STRUCTURE

NOTE: 4 X 4 X 3/8" STEEL ANGLE CONNECT TO EXISTING
STEEL STRUCTURE  ENTIRE PERIMETER SHALL BE USED
AT NEW OPENINGS - REFER TO STRUCTURAL DRAWINGS

7
A-8 SCALE: 1-1/2" = 1'-0"

METAL
DECK- V.I.F.

TYPICAL VENT FLASHING DETAIL

RIGID INSULATION

ADHERED TPO MEMBRANE

SEALANT

S.S. CLAMPING RING

SEALANT

VENT PIPE

BONDING ADHESIVE

.55" TPO MEMBRANE

HOT AIR WELD

1"
 M

IN
.

4"
MIN.

COVER BOARD

EXISTING CAP
VENT COVER TO REMAIN (TYP.)

ADDITIONAL RIGID INSULATION AS
REQUIRED TO MAKE UP THE
DIFFERENCE IN HEIGHT BETWEEN
THE EXISTING DECK AND THE PATCH.

EXISTING INSULATION

EXISTING ADHERED
MEMBRANE

EXISTING COVER
BOARD

4
A-8 SCALE: 1-1/2" = 1'-0"

VENT FLASHING DETAIL THROUGH  EAVE

1"
 M

IN
.4"

MIN.

S.S. CLAMPING RING

SEALANT

VENT PIPE

BONDING ADHESIVE

CAP VENT COVER

EXISTING TPO MEMBRANE

SEALANT

.55" TPO MEMBRANE

EXISTING ROOF STRUCTURE

CUSTOM ALUMINUM
CLOSURE TRIM TO MATCH
EXISTING SOFFIT

EXISTING ROOF DECK

EXISTING INSULATION

EXISTING ROOFING MEMBRANE

TREMTRED WALK PAD

WOOD BLOCKING SPACED
EVERY 5'-0"

SECURE CONDUIT / PIPING
WITH CLAMP TO WOOD BLOCKING

TYPICAL CONDUIT / PIPING SUPPORT ON EXISTING ROOF
SCALE: N.T.S.

9

A-8

TYPICAL MULTIPLE PIPE PENETRATION
SCALE: N.T.S.

11

A-8

SET BOLT IN ELASTOMERIC
SEALANT, CAULK PERIMETER
OF LEG AND FASTENER
NEOPRENE PAD

ONE-PIECE COUNTERFLASHING

GASKETED FASTENERS 24" O.C.

FASTENERS 8" O.C.

SPECIFIED BASE FLASHING

TWO-PLY STRIPPING

EXISTING ROOF DECK

EXISTING INSULATION

WOOD NAILER SECURED TO DECK
WITH APPROPRIATE FASTNERS, 2

ROWS STAGGERED EA. ROW 24" O.C.

NAIL WOOD CANT TO BLOCKING
2 ROWS STAGGERED EA. ROW

12" O.C.

EQUIPMENT CURB IN EXISTING ROOF
SCALE: N.T.S.

12

A-8

SHEET METAL HOOD
CROSS BREAK OR
SLOPE FOR DRAINAGE
SEAL

SHEET METAL COLLAR

FASTENERS @ 8" O.C.

SLOPE PIES DOWN AND AWAY FROM HOOD

TPA UNIVERSAL CORNER

MECHANICALLY ATTACH TPA COATED
METAL FLANGE TO NAILER WITH
SPECIFIED FASTENERS 4" O.C.

HEAT WELD TPA MEMBRANE
FLASHING TO TPA COATED
METAL FLANGE

RIGID INSULATION

WOOD BLOCKING

TPA MEMBRANE

SEAL
METAL SCREW

EXISTING ROOF DECKING

SCALE: 1-1/2" = 1'-0"A-8
TYPICAL SMOKE VENT10

SAFETY RAILING SYSTEM

SEALANT

TERMINATION BAR

ACOUSTICAL / INSULATED
ROOF CURB AND SMOKE
VENT ASSEMBLY- BY H.C.

FASTENER

WOOD BLOCKING

BONDING ADHESIVE

HOT AIR WELD

SEALANT

ADHERED TPO MEMBRANE

RIGID INSULATION

EXISTING DECK AND STRUCTURE

 STEEL  ANGLE -
SEE STRUCTURAL DWGS

 3/4" BRAKE METAL CLAD
CLOSURE

3'-
61 8"
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SCALE: 1-1/2" = 1'-0"
SPLIT-PIPE SEAL DETAIL14

A-8

ADHERED TPO ROOF MEMBRANE

COVER BOARD

RIGID INSULATION
(THICKNESS VARIES)

EXISTING ROOF DECK

CUT-EDGE SEALANT

HOT AIR WELD

FASTENER AND SEAM
FASTENING  PLATES

THERMOPLASTIC SPLIT
PIPE-SEAL

STAINLESS STEEL
CLAMPING RING

WATER CUT-OFF MASTIC

STEEL PIPE KICKER - REFER
TO STRUCTURAL DWGS FOR

CONNECTIONS
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DRAWN BY:

All DIMENSIONS and EXISTING CONDITIONS

by the CONTRACTOR at the SITE.
shall be CHECKED and VERIFIED
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