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SECTION 06 1000 - ROUGH CARPENTRY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplemen-
tary Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 
1. Wood blocking, cants, and nailers. 
2. Wood furring. 
3. Wood sleepers. 
4. Plywood backing panels. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of process and factory-fabricated product. 

1. Include data for wood-preservative treatment from chemical treatment 
manufacturer and certification by treating plant that treated materials comply with 
requirements 

2. Include data for fire-retardant treatment from chemical treatment manufacturer 
and certification by treating plant that treated materials comply with requirements. 

 

1.4 INFORMATIONAL SUBMITTALS 

A. Material Certificates:  For dimension lumber specified to comply with minimum 
allowable unit stresses.  Indicate species and grade selected for each use and design 
values approved by the ALSC Board of Review. 

B. Evaluation Reports:  For the following, from ICC-ES: 

1. Wood-preservative-treated wood. 
2. Engineered wood products. 
3. Power-driven fasteners. 
4. Powder-actuated fasteners. 
5. Expansion anchors. 
6. Metal framing anchors. 
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PART 2 - PRODUCTS 

2.1 WOOD PRODUCTS, GENERAL 

A. Lumber:  DOC PS 20 and applicable rules of grading agencies indicated.  If no grading 
agency is indicated, provide lumber that complies with the applicable rules of any rules-
writing agency certified by the ALSC Board of Review.  Provide lumber graded by an 
agency certified by the ALSC Board of Review to inspect and grade lumber under the 
rules indicated. 

1. Factory mark each piece of lumber with grade stamp of grading agency. 
2. Provide dressed lumber, S4S, unless otherwise indicated. 

B. Maximum Moisture Content of Lumber:  19 percent thickness or less, unless otherwise 
indicated. 

2.2 WOOD-PRESERVATIVE-TREATED LUMBER 

A. Preservative Treatment by Pressure Process:  AWPA U1; Use Category UC2  

1. Preservative Chemicals:  Acceptable to authorities having jurisdiction and 
containing no arsenic or chromium.  Do not use inorganic boron (SBX) for sill 
plates. 

B. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent.  Do not 
use material that is warped or that does not comply with requirements for untreated 
material. 

C. Mark lumber with treatment quality mark of an inspection agency approved by the 
ALSC Board of Review. 

D. Application:  items indicated on Drawings.  

2.3 MISCELLANEOUS LUMBER 

A. General:  Provide miscellaneous lumber indicated and lumber for support or 
attachment of other construction, including the following: 

1. Blocking. 
2. Nailers. 
3. Rooftop equipment bases and support curbs. 
4. Cants. 
5. Furring. 
6. Grounds. 

B. For items of dimension lumber size, provide Standard, Stud, or No. 3 grade lumber of 
any species. 
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C. For concealed boards, provide lumber with 19 percent maximum moisture content and 
the following species and grades: 
1. Eastern softwoods; No. 3 Common grade; NeLMA. 
2. Northern species; No. 3 Common grade; NLGA. 

2.4 PLYWOOD BACKING PANELS 

A. Equipment Backing Panels:  DOC PS 1, Exterior, AC in thickness indicated or, if not 
indicated, not less than 3/4-inch (19-mm)] nominal thickness. 

1. Plywood shall comply with the testing and product requirements of the California 
Department of Health Services' "Standard Practice for the Testing of Volatile 
Organic Emissions from Various Sources Using Small-Scale Environmental 
Chambers." 

2.5 FASTENERS 

A. General:  Provide fasteners of size and type indicated that comply with requirements 
specified in this article for material and manufacture. 

1. Where rough carpentry is exposed to weather, in ground contact, pressure-
preservative treated, or in area of high relative humidity, provide fasteners 
complying with of Type 304 stainless steel. 

B. Power-Driven Fasteners:  NES NER-272. 

C. Bolts:  Steel bolts complying with ASTM A 307, Grade A (ASTM F 568M, Property 
Class 4.6); with ASTM A 563 (ASTM A 563M) hex nuts and, where indicated, flat 
washers. 

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Set rough carpentry to required levels and lines, with members plumb, true to line, cut, 
and fitted.  Fit rough carpentry to other construction; scribe and cope as needed for 
accurate fit.  Locate furring, nailers, blocking, grounds, and similar supports to comply 
with requirements for attaching other construction. 

B. Comply with AWPA M4 for applying field treatment to cut surfaces of preservative-
treated lumber. 

C. Where wood-preservative-treated lumber is installed adjacent to metal decking, install 
continuous flexible flashing separator between wood and metal decking. 

D. Securely attach rough carpentry work to substrate by anchoring and fastening as 
indicated, complying with the following: 
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1. NES NER-272 for power-driven fasteners. 
2. Table 2304.9.1, "Fastening Schedule," in ICC's International Building Code. 
3. Table R602.3(1), "Fastener Schedule for Structural Members," and 

Table R602.3(2), "Alternate Attachments," in ICC's International Residential 
Code for One- and Two-Family Dwellings. 

3.2 PROTECTION 

A. Protect rough carpentry from weather.  If, despite protection, rough carpentry becomes 
wet, apply EPA-registered borate treatment.  Apply borate solution by spraying to 
comply with EPA-registered label. 

END OF SECTION 06 1000 

 




