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400" (MAX) RECOMMENDED.

2. IF THERE IS NOT A CLEANOUT LOCATED INSIDE OF DWELLING AN ADDITIONAL CLEANOUT SHALL BE INSTALLED
IMMEDIATELY OUTSIDE OF THE BUILDING PRIOR TO VENT/CLEAN-OUT.

INSTALLED EVERY 50 FEET DOWNSTREAM OF 4" VENT/CLEAN-OUT.

EQUIVALENT.
5. REFER TO DRAWING S- 3 FOR LATERAL NOTES.
6. THIS DETAIL IS FOR A TYPICAL INSTALLATION. EACH CASE MAY VARY.

TYPICAL BUILDING SEWER

SCALE: NONE

1. MINIMUM DEPTH OF 4" LATERAL WILL BE 46" BELOW FINISHED GRADE UNLESS APPROVED BY AUTHORITY ENGINEER.

3. LOCATE VENT CAP AND CLEANOUT IN LAWN AREA. MUSHROOM CAP SHALL BE USED ON VENT. A 6" CLEANOUT SHALL BE

4. IN GENERAL, SANITARY SEWERS SHOULD BE LOCATED AT LEAST 100 FEET FROM PUBLIC WATER SUPPLY SOURCES AND 50
FEET FROM PRIVATE WATER SUPPLY SOURCES, UNLESS THE SANITARY LINES ARE ENCASED IN CONCRETE OR APPROVED
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NOTES:

1. PROTECTION BOX TO BE SET
FLUSH WITH PAVING SURFACE

2. PROTECTION BOX AND COVER TO BE
SUITABLE FOR TRAFFIC LOADING

3. IF PROTECTION BOX IS INSTALLED OVER A VENT, THEN INSERT
DISH WILL BE REQUIRED TO LIMIT INFLOW INTO THE VENT.
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INSIDE DIAMETER OF BOX
TO ACCOMMODATE PIPE
OUTSIDE DIAMETER
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TRAP AND VENT PROTECTION BOX DETAIL

SCALE: NONE

REQUIRED SPACING AND MATERIALS FOR TRENCH PLUGS
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1525 0 ~ EARTH FILED SACKS

3 )  DARTH FILED SACKS
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w0 ) ‘CENENT FLLED BAGS (WETTED) OR MORTARED STONE

* TRENCH PLUGS ARE REGUIRED AT ALL STREAV, RIVER. OR VIATER B00Y CROSSINGS
REGARDLESS OF TRENCH SLOPE. OTHERWISE NOT REGUIRED:

= TOPSOR MAY NOT BE USED TO FILL SACKS.
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'SCALE: NONE

REFER TO FRAME AND COVER DETAIL
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NOTES:
1. ALL PIPE TO MANHOLE CONNECTIONS SHALL BE MADE WITH A CAST-IN-PLACE
GASKET. (TYP) (A-LOK OR APPROVED EQUAL)

2. MANHOLES EXCEEDING A DEPTH OF 16 FEET SHALL PROVIDE PRE-CAST LANDING
\TFORM. PROVIDE DESIGN CALCULATIONS FOR MANHOLES EXCEEDING
20FOOT DEPTH.

TYPICAL MANHOLE DETAIL

SCALE: NONE
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‘ON ORIGINAL DRAWING.
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LOYSVILLE, TYRONE TOWNSHIP, PERRY COUNTY, PA

IF BAR IS NOT ONE (1) INCH LONG,
ADJUST SCALE ACCORDINGLY
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