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/ 17\ SOUTH ELEVATION
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WINDOW TAG DESCRIPTION

SECURITY SCREEN

LOCATION
WINDOW TYPE %

SECURITY SCREEN LOCATION LEGEND

DENOTES SECURITY SCREEN ON INTERIOR

FACE OF WINDOW.

@ DENOTES SECURITY SCREENS ON INTERIOR
AND EXTERIOR FACES OF WINDOW.

NUMBERED NOTES FOR THIS SHEET

INFILL DEMOLISHED WINDOWS WITH CONTRASTING BRICK
THAT IS RECESSED 3/4" IN THE OPENING.

EXISTING WHITE-PAINTED WOOD AT WINDOW PANES, FRIEZE
BOARDS, SOFFITS, FASCIAS, RAKES, AND DORMER FRONTS
CONTAINS LBP. ABATE EXTERIOR WOOD THAT IS TO BE
REMOVED AND/OR REPLACED. REPLACE DORMER FRONTS
WITH PVC TRIM. ENCAPSULATE REMAINDER OF WOOD ITEMS
WITH ALUMINUM.

REMOVE EXISTING ROUND WINDOW, ENLARGE / FILL
MASONRY OPENING AS REQUIRED FOR NEW LOUVER,
SEE MECHANICAL DRAWINGS. STRUCTRUAL LINTEL NOT
REQUIRED.

NEW METAL GUARD AND HANDRAIL, PAINTED.
SEE DETAILS 4/A-622 AND 6/A-622.
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/2" EAST ELEVATION

E EXTERIOR BASEMENT/FOUNDATION WALLS: REPAIR

EXISTING EXTERIOR BASEMENT CONCRETE WALL SURFACES

THAT ARE SPALLED, HAVE EXPOSED AGGREGATE, AND
MINOR CRACKING. DAMAGED WALL AREAS SHALL BE
REMOVED TO SOUND CONCRETE AND RESTORED TO MATCH m NEW DRYER VENT AND VENT CAP, SEE MECHANICAL
THE EXISTING WALL SURFACES.

NEW ALUMINUM DOWNSPOUTS, SEE CIVIL DRAWINGS.

IEI NEW LOUVER, SEE MECHANICAL DRAWINGS.

DRAWINGS.

IE EXTERIOR BRICK WALLS: ERODED JOINTS SHALL BE RAKED m FILL IN DEMOLISHED EXHAUST LOUVER OPENING WITH

AND REPOINTED TO MATCH EXISTING MORTAR. SPALLED
BRICK SHOULD BE REMOVED AND REPLACED TO MATCH
EXISTING BRICK. FUNGUS GROWTH AND STAINS SHALL BE

REMOVED TO RESTORE BRICK SURFACES.

MATCHING BRICK.

NEW PVC SHINGLE SIDING AND PVC TRIM.

DETERIORATED CONCRETE SURFACES OF THE BEAM ALONG
THE LEADING EDGE OF THE PORCH DECK AND THE
UNDERSIDE OF THE FORMED DECK SHALL BE REMOVED TO

SOUND CONCRETE AND RESTORED TO MATCH FORMED

SURFACES. CORRODED REINFORCING SHALL BE CLEANED
TO A BARE METAL CONDITION.
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VERIFY SCALE

BAR IS ONE (1) INCH LONG
ON ORIGINAL DRAWING:

0 —

LOYSVILLE YOUTH DEVELOPMENT CENTER-
RENOVATIONS TO ZIMMERMAN-
BINGAMAN (ZB) COTTAGE

DEPARTMENT of HUMAN SERVICES
LOYSVILLE, TYRONE TOWNSHIP, PERRY COUNTY, PA

IF BAR IS NOT ONE (1) INCH LONG,
ADJUST SCALE ACCORDINGLY ELEVAT'ONS
CONTRACTOR SHALL FIELD VERIFY |DRAWN BY DATE SHEET No.
ALL DIMENSIONS. B. GAGAN 27 JUNE 2023
VARIANCE FROM CONTRACT A 201
DOCUMENTS NOT PERMITTED CHECKED BY SCALE -
WITHOUT PROFESSIONAL & BUREAU
OF CONSTRUCTION APPROVAL. J. RIFFER AS NOTED




