SECTION 10 14 23
PANEL SIGNAGE

PART 1 GENERAL

1.1

1.2

1.3

14

STIPULATIONS

A. The specifications sections "General Conditions to the Construction Contract", "Special
Conditions” and "Division 01 - General Requirements" form a part of this Section by this
reference thereto, and shall have the same force and effect as if printed herewith in full.

SECTION INCLUDES

A. Ligature-Resistant panel signage.

REFERENCE STANDARDS

A. ADA Standards - 2010 ADA Standards for Accessible Design 2010.
B. ICC A117.1 - Accessible and Usable Buildings and Facilities 2017.
SUBMITTALS

A. Product Data: Manufacturer's product literature for each type of panel sign, indicating styles,
font, foreground and background colors, locations, and overall dimensions of each sign.

B. Shop Drawings:

1. Include dimensions, locations, elevations, materials, text and graphic layout, attachment
details, and schedules.

2. Schedule: Provide information sufficient to completely define each panel sign for
fabrication, including room number, room name, other text to be applied, sign and letter
sizes, fonts, and colors.

a. When room numbers to appear on signs differ from those on drawings, include the
drawing room number on schedule.

b. When content of signs is indicated to be determined later, request such information
from Client Agency through Architect at least 2 months prior to start of fabrication;
upon request, submit preliminary schedule.

c. Submit for approval by Client Agency through Architect prior to fabrication.

C. Samples: Submit two samples of each type of sign, of size similar to that required for project,
indicating sign style, font, and method of attachment.

D. Selection Samples: Where colors, materials, and finishes are not specified, submit two sets of
color selection charts or chips.

E. Manufacturer's Installation Instructions: Include installation templates and attachment devices.

F. Manufacturer's qualification statement.
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1.5 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the products specified in
this section with minimum three years of documented experience.

1.6 DELIVERY, STORAGE, AND HANDLING
A. Package signs as required to prevent damage before installation.
B. Package room and door signs in sequential order of installation, labeled by floor or building.
C. Store under cover and elevated above grade.

1.7 PRE-INSTALLATION MEETING

A. Contractor shall utilize the Pre-Installation Meeting Agenda and Pre-Installation Meeting
Checklist documents located in e-Builder, Z - Standard Documentation & Training project:
Documents \ 03 - Construction - Training and Guidance Documents \ 03 - Role Based Training
and Guidance Documents \ Contractors.

PART 2 PRODUCTS
21 MANUFACTURERS
A. Ligature-Resistant Panel Signage:
1. 2/90 Sign Systems: www.290signs.com.
2. Substitutions: Or equal as approved by the Professional.
2.2 REGULATORY REQUIREMENTS

A. Accessibility Requirements: Comply with ADA Standards and ICC A117.1 and applicable
building codes, unless otherwise indicated; in the event of conflicting requirements, comply
with the most restrictive requirements.

2.3 PANEL SIGNAGE
A. Ligature-Resistant Panel Signage:

1. Application: Room and door signs.
2. Description: Flat signs with engraved panel media, tactile characters.
3. Design: SafeCare Design
4. Sign Size: As indicated on drawings.
5. Total Thickness: 1/8 inch.
6. Sign Edges: Bevelled.
7. Corners: Radiused.
8. Color and Font, unless otherwise indicated:

a. Character Font: Helvetica, Arial, or other sans serif font.
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b. Character Case: Upper case only.
c. Background Color: As selected by Architect.
d. Character Color: Contrasting color, as selected by Architect.

9. Material: Polycarbonate with subsurface ADA-compliant graphics, tactile characters, and
Braille.

10. Profile: Flat panel without frame.
11. Tactile Letters: Raised 1/32 inch minimum.
12. Braille: Grade IlI, ADA-compliant.
2.4 ACCESSORIES
A. Exposed Screws: Chrome plated. Tamper-resistant. Countersunk fasteners.
PART 3 EXECUTION
3.1 EXAMINATION
A. Verify that substrate surfaces are ready to receive work.

B. Notify Architect if conditions are not suitable for installation of signs; do not proceed until
conditions are satisfactory.

3.2 INSTALLATION
A. Install in accordance with manufacturer's instructions.
B. Install with horizontal edges level.

C. Locate panel signs and mount at heights indicated on drawings and in accordance with ADA
Standards and ICC A117.1.

D. Protect from damage; replace damaged items.

END OF SECTION
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