SECTION 33 05 00
COMMON WORK RESULTS FOR UTILITIES

PART 1 - GENERAL
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STIPULATIONS

The specifications sections "General Conditions to the Construction Contract", "Special
Conditions" and "Division 01 - General Requirements" form a part of this Section by this
reference thereto, and shall have the same force and effect as if printed herewith in full.

SUMMARY
This Section includes the following:

Piping joining materials.

Transition fittings.

Sleeves.

Identification devices.

Grout.

Piped utility demolition.

Equipment installation common requirements.
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DEFINITIONS

Exposed Installations: Exposed to view outdoors or subject to outdoor ambient temperatures
and weather conditions.

Concealed Installations: Concealed from view and protected from weather conditions and
physical contact by building occupants but subject to outdoor ambient temperatures. Examples
include installations within unheated shelters.

ABS: Acrylonitrile-butadiene-styrene plastic.

CPVC: Chlorinated polyvinyl chloride plastic.

PE: Polyethylene plastic.

PVC: Polyvinyl chloride plastic.

ACTION SUBMITTALS
Product Data: For the following:
1. Dielectric fittings.

2. Identification devices.
3. Pipe material
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INFORMATIONAL SUBMITTALS

Welding certificates.

AND HANDLING

Deliver pipes and tubes with factory-applied end caps. Maintain end caps through shipping,
storage, and handling to prevent pipe end damage and to prevent entrance of dirt, debris, and
moisture.

Store plastic pipes protected from direct sunlight. Support to prevent sagging and bending.

PART 2 - PRODUCTS
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PIPING JOINING MATERIALS

Pipe-Flange Gasket Materials: Suitable for chemical and thermal conditions of piping system
contents.

1. ASME B16.21, nonmetallic, flat, asbestos free, 1/8-inch maximum thickness, unless
otherwise indicated.

a. Full-Face Type: For flat-face, Class 125, cast-iron and cast-bronze flanges.
b. Narrow-Face Type: For raised-face, Class 250, cast-iron and steel flanges.

2. AWWA C110, rubber, flat face, 1/8 inch thick, unless otherwise indicated; and full-face or
ring type, unless otherwise indicated.

Flange Bolts and Nuts: ASME B18.2.1, carbon steel, unless otherwise indicated.

Plastic, Pipe-Flange Gasket, Bolts, and Nuts: Type and material recommended by piping
system manufacturer, unless otherwise indicated.

Solder Filler Metals: ASTM B 32, lead-free alloys. Include water-flushable flux according to
ASTM B 813.

Brazing Filler Metals: AWS A5.8, BCuP Series, copper-phosphorus alloys for general-duty
brazing, unless otherwise indicated; and AWS A5.8, BAg1, silver alloy for refrigerant piping,
unless otherwise indicated.

Welding Filler Metals: Comply with AWS D10.12/D10.12M for welding materials appropriate for
wall thickness and chemical analysis of steel pipe being welded.

Solvent Cements for Joining Plastic Piping:

1. ABS Piping: ASTM D 2235.

2. CPVC Piping: ASTM F 493.

3. PVC Piping: ASTM D 2564. Include primer according to ASTM F 656.
4. PVC to ABS Piping Transition: ASTM D 3138.

Fiberglass Pipe Adhesive: As furnished or recommended by pipe manufacturer.
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2.4

TRANSITION FITTINGS

Transition Fittings, General: Same size as, and with pressure rating at least equal to and with
ends compatible with, piping to be joined.

Transition Couplings NPS 2" and Smaller:

1. Underground Piping: Manufactured piping coupling or specified piping system fitting.
2. Aboveground Piping: Specified piping system fitting.

AWWA Transition Couplings NPS 2" and Larger:

1. Description: AWWA C219, metal sleeve-type coupling for underground pressure piping.

Plastic-to-Metal Transition Fittings:

1. Description: PVC one-piece fitting with manufacturer's Schedule 80 equivalent
dimensions; one end with threaded brass insert, and one solvent-cement-joint or
threaded end.

Plastic-to-Metal Transition Unions:

1. Description: MSS SP-107, PVC four-part union. Include brass or stainless-steel threaded
end, solvent-cement-joint or threaded plastic end, rubber O-ring, and union nut.

Flexible Transition Couplings for Underground Nonpressure Drainage Piping:

1. Description: ASTM C 1173 with elastomeric sleeve, ends same size as piping to be
joined, and corrosion-resistant metal band on each end.

SLEEVES

PVC Pipe Sleeves: ASTM D 1785, Schedule 40.

IDENTIFICATION DEVICES

General: Products specified are for applications referenced in other utilities Sections. If more
than single type is specified for listed applications, selection is Installer's option.

Equipment Nameplates: Metal permanently fastened to equipment with data engraved or
stamped.

1. Data: Manufacturer, product name, model number, serial number, capacity, operating
and power characteristics, labels of tested compliances, and essential data.
2. Location: Accessible and visible.

Stencils: Standard stencils prepared with letter sizes complying with recommendations in
ASME A13.1. Minimum letter height is 1-1/4 inches for ducts, and 3/4 inch for access door signs
and similar operational instructions.

1. Material: Fiberboard or Brass.
2. Stencil Paint: Exterior, oil-based, alkyd-gloss black enamel, unless otherwise indicated.
Paint may be in pressurized spray-can form.
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3. Identification Paint: Exterior, oil-based, alkyd enamel in colors according to ASME A13.1,
unless otherwise indicated.

GROUT

Description: ASTM C 1107, Grade B, nonshrink and nonmetallic, dry hydraulic-cement grout.

1. Characteristics: Post hardening, volume adjusting, nonstaining, noncorrosive,
nongaseous, and recommended for interior and exterior applications.

2. Design Mix: 5000-psi, 28-day compressive strength.
3. Packaging: Premixed and factory packaged.

PART 3 - EXECUTION
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PIPED UTILITY DEMOLITION
Refer to construction drawings and details for general demolition requirements.

Disconnect, cap, demolish, remove or abandon in place the piped utility systems, equipment,
and components as indicated on the construction drawings.

1. Piping to Be Removed: Remove portion of piping indicated to be removed and cap or
plug remaining piping according to the construction drawings and details.

2. Piping to Be Abandoned in Place: Drain piping, and cap or plug piping with same or
compatible piping material.

3. Equipment to Be Removed: Disconnect and cap services and remove equipment.

4. Equipment to Be Removed and Reinstalled: Disconnect and cap services and remove,
clean, and store equipment; when appropriate, reinstall, reconnect, and make
operational.

5. Equipment to Be Removed and Salvaged: Disconnect and cap services and remove

equipment and deliver to Client Agency.
If pipe, insulation, or equipment to remain is damaged in appearance or is unserviceable,
remove damaged or unserviceable portions and replace with new products of equal capacity
and quality.
PIPING INSTALLATION

Install piping according to the following requirements and utilities Sections specifying piping
systems and in accordance with the construction drawings and specifications.

Drawing plans, schematics, and diagrams indicate general location and arrangement of piping
systems. Indicated locations and arrangements were used to size pipe and calculate friction
loss, expansion, pump sizing, and other design considerations. Install piping as indicated unless
deviations to layout are approved on the Construction Drawings.

Install piping to permit valve servicing.

Install piping at indicated slopes.

Install piping free of sags and bends.
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Install fittings for changes in direction and branch connections.

Select system components with pressure rating as indicated in the construction drawings and
specifications.

Sleeves are not required for core-drilled holes.
Permanent sleeves are not required for holes formed by removable PE sleeves.

Install sleeves for pipes passing through concrete and masonry walls and concrete floor and
roof slabs.

1. Cut sleeves to length for mounting flush with both surfaces.

a. Exception: Extend sleeves installed in floors of equipment areas or other wet areas
2 inches above finished floor level.

2. Install sleeves in new walls and slabs as new walls and slabs are constructed.
a. PVC Pipe Sleeves: For pipes smaller than NPS 6.
b. Steel Sheet Sleeves: For pipes NPS 6 and larger, penetrating gypsum-board
partitions.

Verify final equipment locations for roughing-in.

Refer to equipment specifications in other Sections for roughing-in requirements.

PIPING JOINT CONSTRUCTION

Join pipe and fittings according to the following requirements and utilities Sections specifying
piping systems.

Ream ends of pipes and tubes and remove burrs. Bevel plain ends of steel pipe.

Remove scale, slag, dirt, and debris from inside and outside of pipe and fittings before
assembly.

Threaded Joints: Thread pipe with tapered pipe threads according to ASME B1.20.1. Cut
threads full and clean using sharp dies. Ream threaded pipe ends to remove burrs and restore
full ID. Join pipe fittings and valves as follows:

1. Apply appropriate tape or thread compound to external pipe threads unless dry seal
threading is specified.
2. Damaged Threads: Do not use pipe or pipe fittings with threads that are corroded or

damaged. Do not use pipe sections that have cracked or open welds.

Flanged Joints: Select appropriate gasket material, size, type, and thickness for service
application. Install gasket concentrically positioned. Use suitable lubricants on bolt threads.

Grooved Joints: Assemble joints with grooved-end pipe coupling with coupling housing, gasket,
lubricant, and bolts according to coupling and fitting manufacturer's written instructions.
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Soldered Joints: Apply ASTM B 813 water-flushable flux, unless otherwise indicated, to tube
end. Construct joints according to ASTM B 828 or CDA's "Copper Tube Handbook," using lead-
free solder alloy (0.20 percent maximum lead content) complying with ASTM B 32.

Brazed Joints: Construct joints according to AWS's "Brazing Handbook," "Pipe and Tube"
Chapter, using copper-phosphorus brazing filler metal complying with AWS A5.8.

Pressure-Sealed Joints: Assemble joints for plain-end copper tube and mechanical pressure
seal fitting with proprietary crimping tool to according to fitting manufacturer's written
instructions.

Plastic Piping Solvent-Cemented Joints: Clean and dry joining surfaces. Join pipe and fittings
according to the following:

1. Comply with ASTM F 402 for safe-handling practice of cleaners, primers, and solvent
cements.

2. ABS Piping: Join according to ASTM D 2235 and ASTM D 2661 appendixes.

3. CPVC Piping: Join according to ASTM D 2846/D 2846M Appendix.

4, PVC Pressure Piping: Join schedule number ASTM D 1785, PVC pipe and PVC socket
fittings according to ASTM D 2672. Join other-than-schedule-number PVC pipe and
socket fittings according to ASTM D 2855.

5. PVC Nonpressure Piping: Join according to ASTM D 2855.

6. PVC to ABS Nonpressure Transition Fittings: Join according to ASTM D 3138 Appendix.

Plastic Pressure Piping Gasketed Joints: Join according to ASTM D 3139.
Plastic Nonpressure Piping Gasketed Joints: Join according to ASTM D 3212.

Plastic Piping Heat-Fusion Joints: Clean and dry joining surfaces by wiping with clean cloth or
paper towels. Join according to ASTM D 2657.

1. Plain-End PE Pipe and Fittings: Use butt fusion.
2. Plain-End PE Pipe and Socket Fittings: Use socket fusion.

Bonded Joints: Prepare pipe ends and fittings, apply adhesive, and join according to pipe
manufacturer's written instructions.

PIPING CONNECTIONS

Make connections according to the following, unless otherwise indicated:

1. Install unions, in piping NPS 2 and smaller, adjacent to each valve and at final connection
to each piece of equipment.

2. Install flanges, in piping NPS 2 and larger, adjacent to flanged valves and at final
connection to each piece of equipment.

3. Install dielectric fittings at connections of dissimilar metal pipes.

EQUIPMENT INSTALLATION

Install equipment level and plumb, unless otherwise indicated.
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Install equipment to facilitate service, maintenance, and repair or replacement of components.
Connect equipment for ease of disconnecting, with minimum interference with other
installations. Extend grease fittings to an accessible location.

Install equipment to allow right of way to piping systems installed at required slope.

IDENTIFICATION

Piping Systems: Install pipe markers on each system. Include arrows showing normal direction
of flow.

1. Stenciled Markers: According to ASME A13.1.

GROUTING

Mix and install grout for equipment base bearing surfaces, pump and other equipment base
plates, and anchors.

Clean surfaces that will come into contact with grout.

Provide forms as required for placement of grout.

Avoid air entrapment during placement of grout.

Place grout, completely filling equipment bases.

Place grout on concrete bases and provide smooth bearing surface for equipment.
Place grout around anchors.

Cure placed grout.

END OF SECTION
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