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DOOR SCHEDULE

MATERIAL -
NO PrglgER SIZE (WxH]) DOOR FRAME F$¢PBEE RATING HARDWARE \éVTEIRﬁLII:I’FhTG REMARKS
01 - - ALUM. ALUM. ALUM. - LEVER / PANIC YES RE-USE EXISTING ALUMINUM DOOR / FRAME - KEY FOB ACTIVATION
02 B 3'-0" x 6'-8" SC. WD. STL H.M. - LEVER LOCKSET - -
03 C 3'-0" x 6'-8" SC. WD. STL H.M. - LEVER LOCKSET - KEY FOB ACTIVATION
04 C 3'-0" x 6'-8" SC. WD. STL H.M. - LEVER LOCKSET - -
05 C 3'-0" x 6'-8" SC. WD. STL H.M. - LEVER LOCKSET - -
06 A 3'-0" x 6'-8" SC. WD. STL H.M. - LEVER LOCKSET - -
07 C 3'-0" x 6'-8" SC. WD. STL H.M. - LEVER LOCKSET - -
08 C 3'-0" x 6'-8" SC. WD. STL H.M. - LEVER LOCKSET - -
09 A 3'-0" x 6'-8" SC. WD. STL H.M. - LEVER LOCKSET - -
10 A 3'-0" x 7°-0" STL STL H.M. - LEVER / PANIC YES INSULATED DOOR AND FRAME - NO EXTERIOR HARDWARE
11 C 3'-0" x 6'-8" SC. WD. STL H.M. - LEVER LOCKSET - SELF CLOSING / POSITIVE LATCH
12 C MATCH EXIST. OPENING| SC. WD. STL H.M. - LEVER LOCKSET - MATCH EXISTING DOOR WIDTH AND HEIGHT
13 A MATCH EXIST. OPENING| SC. WD. STL H.M. - LEVER PRIVACY -
14 A MATCH EXIST. OPENING| SC. WD. STL H.M. - LEVER PRIVACY -

DOOR SCHEDULE NOTES:

1. ALL NEW DOORS SHALL BE EQUIPPED WITH LEVER HARDWARE. NEW DOOR LEVER HARDWARE SHALL BE MOUNTED AT ADA HEIGHT RANGE. (TYPICAL]
2.  ALL NEW DOOR SHALL MATCH EXISTING.
3. ALLINTERIOR DOORS TO BE ROTARY CUT BIRCH. STAINED: COLOR TO BE "STOUT".
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THIS DRAWING AS AN INSTRUMENT OF SERVICE, IS THE
PROPERTY OF THE ARCHITECTS, AND MAY NOT BE
REPRODUCED WITHOUT THEIR PERMISSON AND UNLESS
THE REPRODUCTION CARRIES THEIR NAME AS
ARCHITECTS

DUE TO DISTORTION FROM REPRODUCTION
PROCEDURES, DIMENSIONS SHALL NOT BE SCALED FROM
THE DRAWING. ONLY DIMENSIONS AS SHOWN SHALL BE
VALID

CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND
CONDITIONS AT THE SITE BEFORE PROCEEDING WITH THE
WORK
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141 N. Reamstown Rd.
Stevens, PA 17578

WWW.SCHILLACIARCHITECTS.COM

ELIZABETH TOWNSHIP
Addition / Renovations
to an Existing Building

423 Southview Drive
Lititz PA 17543

Schedules and
Details
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A 10/12/23 REVIEW REVISION
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