
DOOR SCHEDULE NOTES:
1. ALL NEW DOORS SHALL BE EQUIPPED WITH LEVER HARDWARE. NEW DOOR LEVER HARDWARE SHALL BE MOUNTED AT ADA HEIGHT RANGE.  (TYPICAL)
2. ALL NEW DOOR SHALL MATCH EXISTING.
3. ALL INTERIOR DOORS TO BE ROTARY CUT BIRCH.  STAINED: COLOR TO BE "STOUT".
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DOOR TYPES

W1

1. DOUBLE HUNG WINDOW
2. LOW-E GLASS, DOUBLE GLAZE
3. SCREEN
4. MATCH EXISTING HEAD HEIGHT

WINDOW TYPES
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FRAMEDOOR
SIZE (WxH)DOOR

TYPENO

DOOR SCHEDULE
MATERIAL FRAME

TYPE RATING HARDWARE WEATHER-
STRIPPING REMARKS

01 - ALUM.ALUM. YESALUM. - LEVER / PANIC
02 B -

RE-USE EXISTING ALUMINUM DOOR / FRAME - KEY FOB ACTIVATION

03 LEVER LOCKSET
04 STLSC. WD. LEVER LOCKSET

--
C -- -

KEY FOB ACTIVATIONSTLSC. WD.

05 C
06
07 C
08 C
09
10
11 C

STLSC. WD. LEVER LOCKSET -- -
STLSC. WD. LEVER LOCKSET -- -
STLSC. WD. LEVER LOCKSET -- -
STLSC. WD. LEVER LOCKSET -- -
STL LEVER LOCKSET -- -
STLSTL YES- INSULATED DOOR AND FRAME - NO EXTERIOR HARDWARE

LEVER LOCKSET-

SC. WD.

A

A

H.M.
H.M.
H.M.
H.M.
H.M.
H.M.
H.M.
H.M.
H.M.
H.M.

3'-0" x 6'-8"
3'-0" x 6'-8"
3'-0" x 6'-8"
3'-0" x 6'-8"
3'-0" x 6'-8"
3'-0" x 6'-8"
3'-0" x 6'-8"
3'-0" x 6'-8"
3'-0" x 7'-0"A

C

-

3'-0" x 6'-8"

STLSC. WD.

STLSC. WD.

-

LEVER / PANIC

LEVER LOCKSET

-

-

SELF CLOSING / POSITIVE LATCH

W2

1. DOUBLE HUNG WINDOW
2. LOW-E GLASS, DOUBLE GLAZE
3. SCREEN
4. MATCH EXISTING HEAD HEIGHT

W3

1. DOUBLE HUNG WINDOW
2. LOW-E GLASS, DOUBLE GLAZE
3. SCREEN
4. MATCH EXISTING HEAD HEIGHT

W4

1. INTERIOR PASS-THRU WINDOW
2. SILL HEIGHT SHALL BE 34" MAX.
3. HOLLOW METAL FRAME
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MATCH EXIST. OPENING SC. WD.
SC. WD.
SC. WD.

H.M.STL
H.M.STL
H.M.STL
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LEVER LOCKSET
LEVER PRIVACY
LEVER PRIVACY
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MATCH EXISTING DOOR WIDTH AND HEIGHT
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PASS-THRU
OPENING / TRAY

MATCH EXIST. OPENING
MATCH EXIST. OPENING

CONTINUOUS
BOTTOM PLATE

R-21 BATT. INSULATION
WITH VAPOR BARRIER

WARM IN WINTER SIDE

CONTINUOUS
DOUBLE TOP PLATE

WALL TYPE SCHEDULE

WALL TYPE #1
TYPICAL EXTERIOR WALL

WALL TYPE #2
TYPICAL INTERIOR WALL

WALL TYPE #3
TYPICAL INTERIOR INFILL

CONTINUOUS
BOTTOM PLATE

CONTINUOUS TOP PLATE

1
2"  DRYWALL BOTH SIDES.

EXTEND TO UNDERSIDE OF
STRUCTURE ABOVE.  INSTALL

MOISTURE RESISTANCE DRYWALL
IN ALL WET LOCATIONS.

SOUND ATTENUATING
BATT. INSULATION. FULL

HEIGHT OF WALL

CAULK ALL JOINTS AND
PENETRATIONS.

2x6 / 2x4 WOOD STUDS @ 16" O.C.
MAX. EXTEND TO UNDERSIDE OF

STRUCTURE ABOVE.  INSTALL
2x6 WOOD STUDS WHERE

REQUIRED TO ACCOMMODATE
BUILDING SYSTEMS

TYPICAL WALL DETAILNOTES:
· WOOD STUDS AND DRYWALL SHALL EXTEND TO UNDERSIDE OF STRUCTURE ABOVE.
· USE MOISTURE RESISTANT GYP.BD. IN ALL WET LOCATIONS.

CAULK ALL JOINTS AND
PENETRATIONS.

2x6 WOOD STUDS
@ 16" O.C. MAX.

7
16" OSB PLYWOOD

SHEATHING COVER
EXTERIOR WITH AIR/
MOISTURE BARRIER

E.I.F.S. ON 1" RIGID
INSULATION OR

SYNTHETIC STONE

1
2"  DRYWALL EXTEND TO

UNDERSIDE OF STRUCTURE
ABOVE.  INSTALL MOISTURE

RESISTANCE DRYWALL IN ALL
WET LOCATIONS.

EXISTING WOOD STUDS

WALL TYPE #4
TYPICAL INTERIOR

EXISTING DRYWALL

EXISTING T-111

1
2"  DRYWALL BOTH SIDES

EXTEND TO UNDERSIDE OF
STRUCTURE ABOVE.
INSTALL MOISTURE

RESISTANCE DRYWALL IN
ALL WET LOCATIONS.

EXISTING WOOD STUDS

EXISTING DRYWALL

EXISTING T-111

AT INFILL AREAS - INSTALL
TWO LAYERS 12"  DRYWALL

BOTH SIDES EXTEND TO
UNDERSIDE OF STRUCTURE
ABOVE.  INSTALL MOISTURE

RESISTANCE DRYWALL IN
ALL WET LOCATIONS.

WALL TYPE #5
TYPICAL INTERIOR

CONTINUOUS
BOTTOM PLATE

SOUND ATTENUATING
BATT. INSULATION

CONTINUOUS
DOUBLE TOP PLATE

2x6 WOOD STUDS
@ 16" O.C. MAX.

1
2"  DRYWALL EXTEND TO

UNDERSIDE OF STRUCTURE
ABOVE.  INSTALL MOISTURE

RESISTANCE DRYWALL IN ALL
WET LOCATIONS.

EXISTING WALL
STRUCTURE
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SCALE: 12"=1'-0"
KITCHENETTE ELEVATION1

LP FACED BASE /
WALL CABINETS

LP FACED BASE /
WALL CABINETS

SOLID CORE GRANITE
COUNTER TOP AND 4"
BACKSPLASH

LP BACK SPLASH

GYP.BD. SOFFIT

GOOSENECK
FIXTURE WITH

LEVER HARDWARE

REFRIGERATOR
(NOT IN

CONTRACT)

MICROWAVE
SHELF

TREATED 2x8
WRAPPED
WITH AZEK
TRIM

71 4"

GABLE END TRUSS

CAULK

E.I.F.S. ON 1"
RIGID
INSULATION

ANGLED BRICK ROWLOCK COURSE.
BRICK TO MATCH EXISTING.

SYNTHETIC STONE

CAULK

BUILDING WRAP

THRU-WALL CONTINUOUS FLASHING
WITH DRIP EDGE AND CAULK.  TYPICAL

WINDOW UNIT

5
4" PAINTED WOOD SILL

WITH BULL NOSE PROFILE

PAINTED WOOD APRON

PAINTED
WOOD CASING

5
4" PAINTED WOOD

SILL WITH BULL
NOSE PROFILE

TREATED 2x6 WRAPPED
WITH AZEK TRIM

CAULK

CAULK

E.I.F.S. ON 1"
RIGID INSULATION

THRU-WALL CONTINUOUS
FLASHING WITH DRIP EDGE
AND CAULK.  TYPICAL

PAINTED WOOD CASING

5
4" PAINTED WOOD SILL

WITH BULL NOSE PROFILE

TREATED 2x6 WRAPPED
WITH AZEK TRIM

E.I.F.S. ON 1" RIGID
INSULATION

CAULKCAULK

SCALE: 11
2"=1'-0"

WINDOW HEAD DETAIL2 SCALE: 11
2"=1'-0"

WINDOW SILL DETAIL3 SCALE: 11
2"=1'-0"

WINDOW JAMB DETAIL4 SCALE: 11
2"=1'-0"

TRIM DETAIL5 SCALE: 11
2"=1'-0"

WALL DETAIL6 SCALE: 11
2"=1'-0"

WALL DETAIL7

EXISTING BRICK

EXISTING WALL

E.I.F.S. ON 3" RIGID
INSULATION

7
16" OSB SHEATHING

WITH BUILDING WRAP

CAULK

1"

1
2" GYP.BD.

2x6 WOOD STUDS @ 16" O.C.
WITH R-21 INSULATION AND
VAPOR BARRIER

EXISTING WALL

2x4 STUDS @ 16" O.C.

SOUND BATT.
INSULATION, INFILL

FULL HEIGHT

1
2" GYP.BD.

2x6 WOOD STUDS @ 16" O.C.
WITH R-21 INSULATION AND
VAPOR BARRIER
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NEW INFILL EXISTING WALL

1
2" AIR SPACE

CAULK

THIS DRAWING AS AN INSTRUMENT OF SERVICE, IS THE
PROPERTY OF THE ARCHITECTS, AND MAY NOT BE
REPRODUCED WITHOUT THEIR PERMISSON AND UNLESS
THE REPRODUCTION CARRIES THEIR NAME AS
ARCHITECTS

DUE TO DISTORTION FROM REPRODUCTION
PROCEDURES, DIMENSIONS SHALL NOT BE SCALED FROM
THE DRAWING. ONLY DIMENSIONS AS SHOWN SHALL BE
VALID

CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND
CONDITIONS AT THE SITE BEFORE PROCEEDING WITH THE
WORK

ISSUED:

REVISIONS:

M
AR

K 
SC

HI
LL

AC
I

71
7.

95
1.

74
66

SC
H

IL
LA

R
C

S@
G

M
AI

L.
C

O
M

WWW.SCHILLACIARCHITECTS.COM

141 N. Reamstown Rd.
Stevens, PA 17578
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