
WB-2
PLATFORM ONLY

PLATFORM DIAS SHALL BE 
ONE STEP (7") ABOVE MAIN 
FLOOR. PLATFORM IS CARPET

FURNITURE UNDER 
SEPARATE CONTRACT 
N.I.C.
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DECORATIVE PENDANT 
LIGHT F-1

NEW STAINED WOOD BACKER 
FOR EXISTING ELIZABETH 
TOWNSHIP SIGN.
36" DIA x 3/4" THICK
EASED EDGES
STAIN COLOR TO MATCH WV-1
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Elizabeth
Township

PNT-3
ENTIRE
WALL

PLATFORM DIAS CARPET 
SURFACE WITH WOOD NOSING

SUPERVISORS DESK

GYP CEILING SHALL 
RECEIVE PAINT COLOR 
PNT-2c BIG CHILL

WINDOW CASING, SILL, AND 
APRON SHALL RECEIVE PAINT 
COLOR PNT-1a

WALLS FROM CHAIR RAIL TO CEILING 
BREAK AT ANGLE SHALL RECEIVE 
ACOUSTICAL WALLCOVERING AWC-1 ON 
BOTH LONG WALLS OF ROOM ONLY -
REFER TO FLOOR PLAN

WALLS BELOW CHAIR 
RAIL SHALL RECEIVE 
PNT-1

WB-1
WALL BASE

PNT-2c

AWC-1

PNT-1

CHAIR RAIL SHALL 
RECEIVE PAINT COLOR 
PNT-1a
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CPT-1

1" SOLID WOOD RISER 
BOARD. STAIN FINISH 
TO MATCH LVT-1

1 1/2" x 3" SOLID WOOD 
NOSING. BULLNOSE 
PROFILE. STAIN FINISH TO 
MATCH LVT-1

SURFACE OF CARPET TILE TO 
ALIGN WITH TOP OF 
NOSING. SUBFLOOR UNDER 
CARPET TILE SHALL BE 
RECESSED AS REQUIRED

3"

CPT-1
CARPET TILE

3/4"

LAMINATE COUNTER TOP 
SHALL BE 1/2" BEHIND 
END OF SIDE PANELS

1/4" RECESS TO 
WV-1 SURFACE 
FROM OUTER 
WOOD FRAME

2" 2"

4
"

RECESSED PANEL 
SHALL BE WOLF 
GORDON WOOD 
VENEER VERTICAL 
SURFACING WV-1 
GRAIN PATTERN 
SHALL RUN 
VERTICALLY

HPL LAMINATE DESK TOP. 
USE MATCHING PVC EDGE 
BANDING ON EXPOSED 
EDGES

2 1/2" THICK CURVED 
WOOD FRONT PANEL. 
PTD. FINISH ON 
FRAMING WITH 
RECESSED SURFACES IN 
WV-1 WOOD VENEER 
SURFACING
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ADJUSTABLE FLOOR 
GLIDES AS REQUIRED 
TO PROVIDE LEVELING 
CAPABILITIES TO 
ENTIRE UNIT

2'-0"

WOOD FRAMING SHALL 
BE PAINT COLOR 
SHERWIN WILLIAMS -
SOFTWARE SW-7074 
EG-SHEL OR SATIN 
SHEEN

2
"

FRONT CURVED PANEL OF 
DESK SHALL BE 
APPROXIMATELY 8" ABOVE 
DESK SURFACE

LAMINATE COUNTER TOP @ 
30"H BEHIND FRONT PANEL 
ENTIRE LENGTH OF DESK

FRAMING AROUND 
RECESSED PANELS 
TO BE PAINTED 
WOOD

RECESSED PANELS 
ACROSS FRONT AND 
SIDES OF UNIT
WV-1

PROVIDE FOUR GROMMET 
LOCATIONS. SIZE AND SPECIFIC 
LOCATIONS TO BE DETERMINED 
BY OWNER. VERIFY DURING SHOP 
DRAWING PHASE

SIDE PANELS OF DESK SHALL BE 
APPROXIMATELY 2" ABOVE DESK 
SURFACE AND SHALL MATCHED 
CURVED FRONT PANEL IN 
THICKNESS

INSIDE SURFACE OF CURVED 
FRONT PANEL SHALL BE PL-5. 
FABRICATOR TO PROVIDE TWO 
ACCESS PANELS, LAMINATE 
COVERED, MINIMUM 20"x20"
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1/2" = 1'-0"ID3
1

Platform Elevation
MEETING ROOM 112

1/2" = 1'-0"ID3
2

Plan East Elevation
MEETING ROOM 112
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Section
DIAS NOSING DETAIL

1 1/2" = 1'-0"ID3
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Detail
PLATFORM DIAS DESK

ID3
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3D View
PLATFORM DIAS DESK




