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CONDESATE TRAP SIZE SCHEDULE
FIRE RETARDANT MATERIAL UNIT NOMINAL TONS MINIMUN TRAP
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50 1-1/2"
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REDUCER
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1. DETAIL SHOWS SINGLE BLADE DAMPER. DAMPER INSTALLATION SHALL BE SIMILAR

FOR MULTI-BLADE DAMPERS AND ROUND DAMPERS.

2. SINGLE BLADE DAMPER LIMITED TO 12" MAXIMUM DUCT DEPTH.

m MANUAL VOLUME DAMPER

w SCALE: NONE

WOOD NAILER

PREFABRICATED CURB &
COUTERFLASHING

PIPE THRU ROOF
RUBBER PIPE BOOT

STAINLESS STEEL PIPE
BOOT CLAMP

\

F— 12" MIN —

TP

ROOF

ROOFING & FLASHING
BY CONTRACTOR.
MATCH EXISTING

e

ROOFING MANUFACTURE

iU

ALLOW SPACE FOR ELECTRICAL CONDUIT

\_ PIPE CURB COVER

/7 \PIPE CURB

w SCALE: NONE

L
]

INVERTED 'P' TRAPS \I

SIGHT GLASS (TYP FOR 2) —

—}—RG—it—Pt—— 0o

7
(U]

11 \CONDENSER CONNECTION

w SCALE: NONE

SECURE TO ROOF WITH SHEET METAL

SCREWS, LAG BOLTS, OR OTHER
METHODS CONSISTENT W/ROOF
CONSTRUCTION

ROOFING MEMBRANE 2" INSULATION

SECURE TO ROOF USING

FASTENERS 12" O.C.

THIS DRAWING AS AN INSTRUMENT OF SERVICE, IS THE
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ARCHITECTS

DUE TO DISTORTION FROM REPRODUCTION
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