ROOF TOP MECHANICAL EQUIPMENT

ROOF DETAIL SCHEDULE

ITEM DETAILS (DRAWING A5.00)
RTU-1: PP-1, PP-5, PP-8, PT-10, PSL-1A, M-1
RTU-2: PP-1, PP-5, PP-8, PT-10, PSL-1A, M-
RTU-3: PP-1, PP-5, PP-8, PT-10, PSL-1A, M-1
RTU-4: PP-1, PP-5, PP-8, PT-10, PSL-1A, M-1
RTU-5: NOT USED
RTU-6: PP-1, PP-5, PP-8, PT-10, PSL-1A, M-1
RTU-7: PP-1, PP-5, PP-8, PT-10 (FOR SUPPLY &
RETURN DUCT), PSL-1A, M-1
DOAS-1: | PP-1, PP-5, PP-8, PT-10 (FOR SUPPLY &
RETURN DUCT), PSL-1A.
NOTE: DETAILS NOTED ARE SIMILAR AND ARE
REPRESENTATIVE OF REQUIRED DETAIL INTERFACE
WITH EXISTING BUILT-UP ROOF SYSTEM.
CU-2, CU-3:| PP-1, PP-5, PP-8, PT-10, PSL-1A.
NOTE: DETAILS NOTED ARE SIMILAR AND ARE
REPRESENTATIVE OF REQUIRED DETAIL INTERFACE
WITH EXISTING BUILT-UP ROOF SYSTEM.
EF-1: PT-10, PSL-1A.

NOTE: DETAILS NOTED ARE SIMILAR AND ARE

REPRESENTATIVE OF REQUIRED DETAIL INTERFACE
WITH EXISTING BUILT-UP ROOF SYSTEM.
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=—— HEAVY DASHED LINE DESIENATES WORKING
LIMIT OF EIRESTONE PLATINUM-P ROOFING
SYSTEM LIMITED WARRANTY (TYPICAL OF (2)
ROOF AREAS). NARRANTY PERIOD THIRTY (30)
YEARS. ISSUE DATE - 07.21.2008. ROOF NORK
EXECUTED WITHIN THIS AREA MUST BE
PERFORMED BY A CERTIFIED FIRESTONE ROOF
SYSTEM INSTALLER IN ACCORDANCE WITH
PROVISIONS STIPULATED BY THE ROOFING
SYSTEM WARRANTY NOTED. SEE SPECIFICATION
SECTION 075323 - EPDM ROOFING FOR
EXISTING WARRANTY INFORMATION.
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INDICATES SLOPE OF EXISTING ROOF

SUGCESTED EXTENT OF TEMPORARY
PROTECTION FOR EXISTING OR NEALY
INSTALLED ROOF MEMBRANES: METHOD OF
PROTECTION SHALL CONSIST OF IO FT X 12"
THK. PLYWOOD OVER LOOSELY LAID 10 FT X
I" THK. RIGID EPS INSULATION. PROVIDE
BALLAST FOR TEMPORARY ROOF
PROTECTION AS CONSTRUCTION SCHEDULE
AND WORKING CONDITIONS DICTATE.

NOTE: FOR CLARITY, TEMPORARY ROOF PROTECTION IS
NOT SHOWN ON DRANWING A2.02. SEE DRANWING Al.O2
FOR SUGGESTED EXTENT OF TEMPORARY ROOF
PROTECTION DURING DEMOLITION AND CONSTRUCTION
ACTIVITIES.

GENERAL ROOF NOTES

|. GENERAL CONTRACTOR SHALL PROTECT AND MAINTAIN
THE INTEGRITY OF ALL MECHANICAL, ELECTRICAL,
PLUMBING SYSTEMS, AND RELATED COMPONENTS, THAT
SERVICE BUILDING AREAS THAT ARE NOT PART OF THIS
PROJECT.

2. NO WORK SHALL BE PERFORMED ON OR ADJACENT TO
EXISTING AND NEWLY INSTALLED ROOF MEMBRANES
UNTIL THE CONTRACTOR PERFORMING THE WORK HAS
PROVIDED THE REQUIRED TEMPORARY MEMBRANE
PROTECTION. SEE ROOF DEMOLITION PLAN AND NOTES,
DRANING Al.O2 FOR EXTENT OF REQUIRED PROTECTION.

3. GENERAL CONTRACTOR IS TO INSURE THAT ALL
INTERIOR SPACES LOCATED BELOW PROPOSED WORK
AREAS ARE TEMPORARILY PROTECTED FROM
EXPOSURE TO THE ELEMENTS. PROTECTION 1S TO BE
PROVIDED AT BOTH ROOF AND FLOOR LEVELS DURING
ROOF DEMOLITION AND CONSTRUCTION ACTIVITIES.

4. NEW AND EXISTING ROOF MEMBRANES SHALL BE
PROTECTED FROM PETROLEUM BASED PRODUCTS,
MINERAL OIL, GREASE, ETC., IN ACCORDANCE WITH
ROOF MEMBRANE MANUFACTURES REQUIREMENTS.

5. ROOF SADDLES AND CRICKETS ARE TO BE PROVIDED
FOR POSITIVE DRAINAGE WHERE NEEDED AT NEW ROOF
CURB INSTALLATIONS OR WHERE EXISTING SADDLES OR
CRICKETS HAVE BEEN MODIFIED.

6. PROVIDE TEMPORARY FALL AND WEATHER PROTECTION
AT NEWLY CREATED ROOF DECK OPENINGS FOR HVAC
DUCT PENETRATIONS, ROOF CURBS, AND EXISTING ROOF
DECK OPENINGS THAT WILL BE ABANDONED, IN-FILLED,
AND PATCHED WITH EFDM ROOFING.

T. ROOF DETAILS IDENTIFIED ON DRANING A5.00 ARE
TYPICAL TO THE PROJECT AND ARE TO BE PROVIDED
WHERE NEEDED IN ACCORDANCE WITH THE ROOF
MANUFACTURERS SPECIFICATIONS AND INSTALLATION
INSTRUCTIONS, EXISTING ROOF WARRANTY, AND THE
INSTALLATION REQUIREMENTS IDENTIFIED BY THE
DOCUMENTS FOR CONSTRUCTION, SPECIFICATIONS, AND
PROJECT MANUAL.
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PROFESSIONAL SEAL

KAUTTEHR
& KELLEY
ARCHITECTS

6§ Belmont Avenue
Wyomissing, PA 19610

Tel 610.372.9960
www.kautterkelley.com

FUCILLO HYAC UPEGRADE
MILLERSVILLE UNIVERSITY
|05 PUCILLO DRIVE
MILLERSVILLE, PA 155
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