(This drawing is the property of Century

Engineering and is prepared for the
SPECIFIC NOTES - ELECTRICAL DEMO exclusive use of it's clients at the
location indicated. No other use is
No. KEYNOTE TEXT authorized or intended.
ED4 DISCONNECT AND REMOVE LIGHT FIXTURES IN SPACE. REMOVE CONDUIT/WIRING BACK TO A POINT TO ALLOW EXTENSION TO
NEW LIGHT FIXTURES.
ED5 DISCONNECT AND REMOVE DUCT DETECTOR. REMOVE ASSOCIATED CONDUIT AND WIRING BACK TO A POINT TO ALLOW FOR
EXTENSION TO NEW DUCT DETECTORS. )
ED6 BASE BID NO. 1 AND 2: DISCONNECT AND REMOVE HV#6 CONDENSING UNIT DISCONNECT SWITCH. REMOVE ASSOCIATED
CONDUIT/WIRING BACK TO WIREWAY. BASE BID NO. 3: DISCONNECT AND REMOVE CONDUIT/WIRING BETWEEN WIREWAY AND —
DISCONNECT SWITCH. REFEED AS INDICATED ON NEW WORK PLAN.
ED7 DISCONNECT MECHANICAL EQUIPMENT TO ALLOW FOR REMOVAL BY DIVISION 20. REMOVE ASSOCIATED ENCLOSED CIRCUIT —
BREAKER AND CONDUIT/WIRING BACK TO WIREWAY. WIREWAY TO REMAIN. CONDUIT/WIRING FROM UNIT SUBSTATION TO REMAIN. o
ED8 BASE BID NO. 1 AND 2: DISCONNECT MECHANICAL EQUIPMENT TO ALLOW FOR REMOVAL BY DIVISION 20. REMOVE ASSOCIATED ™ >
COMBINATION MOTOR STARTER AND CONDUIT/WIRING BACK TO WIREWAY. BASE BID NO. 3: DISCONNECT AND REMOVE g - o o
CONDUIT/WIRING BETWEEN COMBINATION MOTOR STARTER AND WIREWAY. REFEED AS INDICATED ON NEW WORK PLAN. F Ll 2 ©3 2 g g
ED9 DISCONNECT MECHANICAL EQUIPMENT TO ALLOW FOR REMOVAL BY DIVISION 20. REMOVE ASSOCIATED ENCLOSED CIRCUIT £ IgN ok
BREAKER AND CONDUIT/WIRING BACK TO BREAKER. CONDUIT/WIRING FROM UNIT SUBSTATION TO REMAIN. Z o0 X g o3y
ED28 |DISCONNECT AND RELOCATE SMOKE DETECTOR TO LOCATION THAT IS ACCESSIBLE AFTER NEW DUCTWORK IS INSTALLED. VU s0p ¢«
EXTEND CONDUIT AND WIRING AND RECONNECT TO MATCH EXISTING. b =2 = >
ED30  |BASE BID NO. 1: DISCONNECT MECHANICAL EQUIPMENT TO ALLOW FOR REMOVAL BY DIVISION 20. REMOVE ASSOCIATED I l l @) - 073 2 5
CONDUIT/WIRING BACK TO MOTOR CONTROL CENTER. TAG BUCKET AS SPARE. BASE BID NO. 2 AND 3: DISCONNECT AND REROUTE == a0 o7 - S o
CONDUIT/WIRING BETWEEN UNIT AND MOTOR CONTROL CENTER TO ALLOW FOR RTU DUCTWORK INSTALL. PROVIDE NEW - -> g O 3
CONDUIT AND WIRING (SIZE TO MATCH EXISTING) AS REQUIRED. Ll =S 5.5 2 <
ED31 |DISCONNECT AND REMOVE PULLBOX. REMOVE ASSOCIATED CONDUIT/WIRING TO ENCLOSED CIRCUIT BREAKERS. 9 ~5¢ 38
CONDUIT/WIRING FROM UNIT SUBSTATION TO REMAIN. 7 TOQ 2 N
ED32 |DISCONNECT AND REMOVE ENCLOSED CIRCUIT BREAKER. REMOVE ASSOCIATED CONDUIT/WIRING BACK TO PULLBOX. <«
ED33  |DISCONNECT MECHANICAL EQUIPMENT TO ALLOW FOR REMOVAL BY DIVISION 20. REMOVE ASSOCIATED CONDUIT AND WIRING
BACK TO MOTOR CONTROL CENTER.
SEAL
(ED7 ) H&V UNIT-4
DD] @
]
} } ED28
} } & H&V UNIT - 2 \\rii DD -
| |
o | |
L - @ L 777777 J
H&V UNIT-5 N FAN RM (ED4 )FAN RM
R |
3 [ =3
(ED7) (EDB) \ WIREWAY TO REMAIN
WIREWAY TO REMAIN
NO. DESCRIPTION DATE
REVISIONS
= _
Tp]
., O B
= Z g
N <
tht) LL] o
= QO =3
Z < @
D) L
Ll =
4 L =
L
> O =
7)) — =)
o — O
L =
— O O
— - 3
= N o
(q\]
ELEVATOR 4P A
) . ~
P
1
ACCESS RM —
0 o 2
PRESS BOX m
1
[ WIREWAY TO REMAIN
Ch CIH-T<h
S
G — MCC TO REMAIN / (EDY)
@ NO.3 /
H&V UNIT - 3 E13 ED28
___bg s~ (ED28) (ED4)FANRM ~ "SD
] | o (ED30) H&V UNIT -7 SHEET TITLE
| |
- CLERESTORY
] FLOOR PLAN -
| I |
j ELECTRICAL -
H&V UNIT - 6
(€08 (ED9) H&VUNIT-1 DEMOLITION
ISSUE DATE: 11.17.2023
DRAWN  DESIGNED CHECKED
SP SGH SGH
GRAPHIC SCALE 1/8"=1"'-0" SCALE SHEET NO.
1 CLERESTORY FLOOR PLAN - ELECTRICAL - DEMOLITION AS NOTED
o= 1 e e e = s E-005
0 20 40 50 80 PROJECT NO.
24000543.001A
1 2 3 4 5 6




