SECTION 089119

FIXED LOUVERS

PART 1 - GENERAL

11

A.

1.2

13

SUMMARY
Section Includes:

1. Blank-off panels for existing louvers

ACTION SUBMITTALS

Product Data: For each type of product.

Shop Drawings: For blank-off panels and accessories. Include plans, elevations,

sections, details, and attachments to other work. Show frame profiles and blade

profiles, angles, and spacing.

1. Show gaskets, sealants, and other means of preventing water intrusion and air
infiltration.

FIELD CONDITIONS

Field Measurements: Verify actual dimensions of openings by field measurements
before fabrication.

PART 2 - PRODUCTS

2.1

2.2

MANUFACTURERS

Source Limitations: Obtain blank-off panels from single source from a single
manufacturer where indicated to be of same type, design, or factory-applied color
finish.

PERFORMANCE REQUIREMENTS

Thermal Movements: Allow for thermal movements from ambient and surface
temperature changes.

1. Temperature Change (Range): 120 deg F (67 deg C), ambient; 180 deg F (100
deg C), material surfaces.
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2.3

24

SMACNA Standard: Comply with recommendations in SMACNA's "Architectural Sheet
Metal Manual" for fabrication, construction details, and installation procedures.

BLANK-OFF PANELS FOR EXISTING FIXED METAL LOUVERS

Insulated Blank-Off Panels: Laminated panels consisting of an insulating core surfaced
on back and front with metal sheets and attached to back of louver.

1. Thickness: 3-inch (76 mm).

2. Metal Facing Sheets, Aluminum: Not less than 0.032-inch (0.81-mm) nominal
thickness.

3. Insulating Core: Rigid, extruded-polystyrene foam.

4. Edge Treatment: Trim perimeter edges of blank-off panels with manufacturer's
standard extruded-aluminum-channel frames, not less than 0.080-inch (2.03-mm)
nominal thickness, with corners mitered and with same finish as panels.

5.  Seal perimeter joints between panel faces and louver frames with gaskets or
sealant.

6. Panel Finish: Same type of finish applied to louvers, but black color.
7.  Attach blank-off panels with as indicated on Detail 02, Drawing A2.01.
MATERIALS

Aluminum Extrusions: ASTM B221 (ASTM B221M), Alloy 6063-T5, T-52, or T6.

Aluminum Sheet: ASTM B209 (ASTM B209M), Alloy 3003 or 5005, with temper as
required for forming, or as otherwise recommended by metal producer for required
finish.

Fasteners: Use types and sizes to suit unit installation conditions.

1. Use Phillips flat-head, hex-head, or Phillips pan-head screws for exposed
fasteners unless otherwise indicated.
2. For fastening aluminum, use aluminum or 300 series stainless steel fasteners.

Postinstalled Fasteners for Concrete and Masonry: Torque-controlled expansion
anchors, fabricated from stainless steel components, with allowable load or strength
design capacities calculated in accordance with ICC-ES AC193 and ACI 318 greater
than or equal to the design load, as determined by testing in accordance with
ASTM E488/E488M conducted by a qualified testing agency.

PART 3 - EXECUTION

3.1

EXAMINATION

Examine substrates and openings, with Installer present, for compliance with
requirements for installation tolerances and other conditions affecting performance of
the Work.
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3.2

3.3

3.4

Proceed with installation only after unsatisfactory conditions have been corrected.

PREPARATION

Coordinate setting drawings, diagrams, templates, instructions, and directions for
installation of anchorages that are to be embedded in concrete or masonry
construction. Coordinate delivery of such items to Project site.

INSTALLATION

Locate and place blank-off panels level, plumb, and at indicated alignment with
adjacent work.

Use concealed anchorages where possible. Provide brass or lead washers fitted to
screws where required to protect metal surfaces and to make a weathertight
connection.

Form closely fitted joints with exposed connections accurately located and secured.

Provide perimeter reveals and openings of uniform width for sealants and joint fillers,
as indicated.

Protect unpainted galvanized- and nonferrous-metal surfaces that are in contact with
concrete, masonry, or dissimilar metals from corrosion and galvanic action by applying
a heavy coating of bituminous paint or by separating surfaces with waterproof gaskets
or nonmetallic flashing.

Install concealed gaskets, flashings, joint fillers, and insulation as louver installation
progresses, where weathertight louver joints are required. Comply with Section 079200
"Joint Sealants" for sealants applied during blank-off panel installation.

ADJUSTING AND CLEANING

Clean exposed blank-off panel surfaces that are not protected by temporary covering,
to remove fingerprints and soil during construction period. Do not let soil accumulate
during construction period.

Before final inspection, clean exposed surfaces with water and a mild soap or
detergent not harmful to finishes. Thoroughly rinse surfaces and dry.

Restore blank-off panels damaged during installation and construction, so no evidence
remains of corrective work. If results of restoration are unsuccessful, as determined by
Architect, remove damaged units and replace with new units.

1. Touch up minor abrasions in finishes with air-dried coating that matches color
and gloss of, and is compatible with, factory-applied finish coating.

END OF SECTION 089119
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