
FILL FUNNEL SYSTEM TO

DEMOLISH AND REMOVE

EXISTING DECK DRAINS TO

BE PLUGGED AND CAPPED.

REMOVE INTERCONNECTING

PIPING AND CAP PRIOR TO

SANITARY SEWER CONNECTION.
REMOVE ALL PIPING HANGERS AND

SUPPORTS, TYPICAL FOR ALL

DECK DRAINS.

EXISTING DECK DRAINS TO

BE PLUGGED AND CAPPED.

REMOVE INTERCONNECTING

PIPING AND CAP PRIOR TO

SANITARY SEWER CONNECTION.
REMOVE ALL PIPING HANGERS AND

SUPPORTS, TYPICAL FOR ALL

DECK DRAINS.

ALL EXISTING PIPING AND SUPPORT

HANGERS ILLUSTRATED IN THE 

SERVICE TUNNELS SHALL BE DEMOLISHED

AND REMOVED, TYPICAL FOR BOTH POOLS

ALL FITTINGS TO BE

PLUGGED AND CAPPED

FLUSH WITH REAR OF

POOL WALL

PREPARE INTERIOR OF

EXISTING TEACHING POOL

TO RECEIVE CONCRETE

INFILL

EXISTING SANITARY SEWER

PIPING TO REMAIN

FILL FUNNEL SYSTEM

TO BE DEMOLISHED

AND REMOVED

RECONFIGURED BALANCE

TANK SYSTEM TO BE

DEMOLISHED AND REMOVED

ALL EXISTING PIPING AND

SUPPORT HANGERS

ILLISTRATED IN THE SERVICE

TUNNELS SHAL BE DEMOLISHED
AND REMOVED, TYP. FOR BOTH

POOLS

ALL FITTINGS TO BE

PLUGGED AND CAPPED

FLUSH WITH REAR OF

POOL WALL

EXISTING FLOOR SUMPS SHALL

REMAIN AND BE MAINTAINED IN

OPERATING CONDITION. NO NEW

WORK PROPOSED. IF ANY
NONFUNCTIONING ELEMENTS OR

COMPONENTS ARE NOTED, ALERT

ARCHITECT AND OWNER

EQUIPMENT IN THIS AREA

HAS BEEN ALTERED FROM

THIS ORIGINAL DRAWING. SEE

DEMOLITION SHEETS AND
PHOTOGRAPHS FOR EXISTING

EQUIPMENT TO DEMOLISH AND REMOVE

MAIN DRAIN LINES TO BE

PLUGGED, TYP. FOR 2.

REMOVE GRATES AND FRAMES

TO ALLOW FOR CONCRETE INFILL

PREPARE INTERIOR OF EXISTING

DIVING POOL TO RECEIVE

CONCRETE INFILL

DEMOLITION NOTES:

1.     THIS P DRAWING IS FOR REFERENCE ONLY. DRAWINGS HAVE 

NOT BEEN VERIFIED. CONTRACTOR SHALL VERIFY IN FIELD.

2.     ALL EXISTING VENT PIPES, FOUNDATION DRAINS, AREA WAYS 
AND SUMP PUMPS TO REMAIN.

3.     EXISTING UNIT HEATER IN BASEMENT TO REMAIN.

DRAWING DEMOLITION NOTES:

1.     REMOVE WATER COOLER AND COLDWATER PIPING AND CAP 

PIPE.

2.     REMOVE COLDWATER PIPING BACK TO VALVE AND CAP PIPE.

3.     REMOVE WALL HYDRANT AND COLDWATER PIPING. INFILL 

OPENING FOR WALL HYDRANT.
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J. EVANS PHYSICAL

EDUCATION BUILDING -

POOL DECOMMISSIONING

HARRISBURG AREA COMMUNITY

COLLEGE

One HACC Drive

Harrisburg, PA 17110

AD012

EXISTING PIPING AND

PLUMBING

BIDDING

25 SEPT. 2023

23849

3" = 1'-0"1
EXISTING PIPING AND PLUMBING

LIMITED WORK TASKS NOTED
FOR REFERENCE

EXISTING FIRST PIPING PLAN EXISTING BASEMENT PIPING PLAN
NTS

1
NTS
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